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   [15] Description of Equipment or protective system
LED-W11X is a loop-powered indicator for the process industry. The indicator gets its power from the industry standard process signal
4-20 mA. It can be connected between an intrinsic safe power supply and a 4-20 mA transmitter or can also be connected to a direct 4-
20 mA intrinsic safe output. The indicator is made for mounting on a wall or, with the help of an accessory, it can be mounted on a pipe 
or a DIN-rail. The indicator is calibrated and configured with push-buttons, located inside the enclosure. An intrinsic safe transmitter can 
be mounted inside or outside the housing if suitable marked. 

Nomenclature for Loop-Powered Indicator: LED-W11X

The relation between ambient temperature and the assigned temperature class is as follows: 

Ambient temperature range Temperature class 
-25 �C to +60 �C T4, T5 and T6 

Electrical data
Ui : 30 V DC 
Ii : 100 mA 
Pi : 0.9 W 
Ci : 1 nF 
Li :      10 µH 

Installation instructions
For ambient temperatures below –10 �C use field wiring suitable for the minimum ambient temperature. 

Routine tests
None.

   [16] Report No.
Project Report No.: 142834-01 (Hazardous Location Testing) 
   142834-02 (Hazardous Location Testing) 
   09CA33119 (Hazardous Location Testing) 

Documents:
  Description: Drawing No.: Rev. Level: Date: 

  List of drawings, LED-W11X S-9501 B 2008-03-07 
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   [17] Special conditions for safe use:
�� The equipment must be electrically connected via a certified intrinsic safe power supply according to the suitable parameters 

described in “Electrical Data”, which is mounted outside the hazardous area. 
�� The equipment is designed to be installed in Zone 1 or Zone 2 and may be connected to equipment placed in zone 0. 

   [18] Essential Health and Safety Requirements
Concerning ESR this Schedule verifies compliance with the Ex standards only. The manufacturer's Declaration of Conformity declares 
compliance with other relevant Directives. 

Additional information
The LED-W11X has in addition passed the tests for Ingress Protection to IP 20, by visual inspection, in accordance with 
EN60529: 1991/A1 2000. 

These devices have been additionally evaluated to EN 60079-26:2007. 

The manufacturer shall inform the notified body concerning all modifications to the technical documentation as described in ANNEX III 
to Directive 94/9/EC of the European Parliament and the Council of 23 March 1994. 

Certification Manager
Jan-Erik Storgaard 

Date of issue: 2009-08-25 
          Revised: 2009-09-25

Notified Body UL International Demko A/S, Lyskaer 8, P.O. Box 514, DK-2730 
Herlev, Denmark, Tel. +45 44 85 65 65, info.dk@dk.ul.com 
www.ul-europe.com 
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