M @ L L E T RDotEy3bI61e level indicator roto

Fullstandtechnik

Full, empty and demand indicator for vertical mounting
with short process connection for reduced installation height
for installation in the discharge taper of bellow feeders

Signal contact 2 A/ 250V AC potential-free

Ambient temperature 70 °C at the housing

Type of protection IP66 in accordance with DIN EN 60529 The

Maintenance none compact
DF30 fits in every
discharge taper !

We deliver any form of
86x76 measuring blade
31 as per your

request.
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DF30 oo

Selection list

Choice of options with Accessories

Certifications, certificates, approvals SM1A Hexagonal nut G1 ~ Aluminium ...........cc......

B0 Standard = (€ conform and IP66 .................... SM1E Hexagonal nut G1  Stainless steel ... .

B1 ATEX & Il 1/2D Ex ta/tb llIC T80°C Dust .............. SM3A Hexagonal nut G1%2 Aluminium ...................

B2 ATEX & Il 1D Ex ta lliC T70°C D2y oo SM3E Hexagonal nut G1%2 Stainless steel ............

B3 ATEX & Il 1/3D Ex ta/tc IIIB T80°C ) PP KV1 2. Standard cable gland

B9 Further approvals .........ccccceeeeuennn. on request KV2 2. Excablegland .........cccoooiiiiiiiiiiiiiciee
Supply voltage / Supply

C1 220..240V AC (50..60HZ) «..vvvvveerrerreeeen
€2 110..120V AC (50...60Hz) ....
C3 48V AC (50..60Hz) ..........
C4 24V AC (50...60Hz) .
€5 24V DC ..o
Cé
c7
c9

Self-monitoring
D0 Standard = without monitoring
D1 Function monitoring
D2 Voltage monitoring

Signal lamp
HO

Standard = with function LEDs .... D2) delivery only together with D2 or D1
H1 Collar for function LEDs .............. 1) not available together with B1, B2 and B3
H2 Signal lamp, LED green .............. 2) max. bulk goods temperature at B2 = -20°C...+45°C

Bulk goods temperature/ Tjprocess) 3) container pressure at B1, B2 and B3 = -0.08bar...+0.08bar (-80...+80mbar)

E0 Standard = -25°C...+80°C 2)..
E9 High temperature ..on request

E7 Device heating 2.5 Watt ............ Prices
Container pressure / p(process; € on c € @
PO Standard = -0.5...5 bar 3). request

Blade speed
Standard = 1 rpm

US' SIpm s A0, B0, DO, HO, EO, R0 and M0 are not needed for order code
Process connection ................cccccciiieeennns .... RO Standard with
G1 Thread G1 DIN/ISO 228 .... X X Seal ring in NBR, black .............
G3 Thread G1% DIN/ISO 228 .................... X X suitable for the majority of bulk goods

Options only for special applications
R1 Sealring in PTFE/VITON ..........
R2 Sealring in NBR, white FDA ........
R5 Sealring in PTFE, white FDA.......
R9 Other sealrings....... on request
Rn  add as suffix to selected connection e.g. G3ER2

Material of process connection
A Aluminium

E Stainless steel 1.4301/304 .....cccooiiiiiiiiiiiiieiieeeee Z Bearing in stainless steel ..........
X Other materials ................. on request add as suffix to selected connection e.g. G3EZ

Measuring blade
M0 without measuring blade ..........

C€ conformand ATEX ® Dust ........

T6 Blade VG250 250x50 ............... X X
M7 Measuring blade connection ........ X . For customer-own measuring blades
M9 Other measuring blades.... onrequest ... Measuring blades according to customer’s requirement

Blade reinforcement
without reinforcement
V  with reinforcement

Higher temperatures?
Gas+Dust - ATEX versions?

A0 mounting on installation plate without housing ") ........c.ccccccovveiiveviienne.
A1 Standard aluminium compact housing C€ conformand ATEX & Dust ........
A2 Stainless steel compact housing .......

Housing selectionl

Just contact us,
we offer the solution!
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