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Level measurement

Guided wave radar

Yo-Yo sensing systems

Visualization

Level indicator

Rotation

Membrane

Vibration

Microwave barrier

Pendulum

Hose couplings

Coding

Limit switch

Swivelling lever

Lockable couplings

Bulk solids handling

Overload protection

Silo filling device

Pressure device

Microwave flow sensor

Pinch valves
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MQLLET

Fullstandtechnik

Membran level indicator

MF

memloran

Silos and container

Full indicator

B

Demand indicator

s

Empty indicator

Advantages of membrane level indicators:
* reliable level indication for many different bulk solids
« flush with inside wall of the silo or container

* no energy required for sensor operating

* no cabling for power supply
* easy installation and commissioning
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Jam indicator
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MFD

Conveying screw

Jam indicator

v

Jam indicator

Elevator

Level indicator for bulk solids.
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Jam indicator
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Selection list

M FA Basic device

m-m « Order code

M F B Basic device

Choice of options

Membrane
N
'
E

Mounting ring
A AIUMINIUM e
E Stainless steel 1.4301/304 ........coevvrvverrerrerrneen.

Certifications, approvals
Standard = C€ conform IP65 ...............
B0 ATEX&Il 3D EX tc llIC T80°C.........

ATEX option >>> B0 with stainless steel membrane only

BO @ Il 3D Ex tc NIC T80 °C [MFB[-] [ [-] |« oOrdercode

M F D Basic device

Choice of options

Membrane
N NBR oottt
Vo VITON e

Mounting ring
N Steel, galvanized ........cccccooveniniirinincnincnes
E Stainless steel 1.4301 /304 .......coccvveveicvererrirennen.

Bescheinigungen, Zulassungen
Standard = C€ conform IP65 ...............
B0 ATEX &Il 3D EX tc IlliC T80°C........

ATEX option
BO @ Il 3D Ex tc NIC T80 °C [MED|-| | [-[ |« Ordercode
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Membran level indicator
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Selection list

MFE
MFEF

ATEX option

Basic device

Choice of options
Membrane

N NBR
V. VITON .o
E Stainless steel 1.4301 /304
Mounting ring

N Steel, galvanized ...
E Stainless steel 1.4301 /304

Certifications, approvals
Standard = C€ conform IP65 ......................
B3 ATEX& Il 1/3D Ex ta/tc llIC T63°C.........
>>> B3 only with membrane and mounting ring made
of stainless steel

|MFE|‘| | |-| |47 Order code

B3 @ Il 1/3D Ex taitc Wic Te3°c | MFEF[=] | [-] |« Ordercode
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Membran level indicator
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Selection list

MFE-A
MFEF-A

ATEX option
B1 @ Il 1/2D Ex taltb lIC T83 °C

ATEX option Il 1/2D Ex taltb IlIC T83

T @ e e

B5 I 2G Ex ib lIC T6
hybride mixtures

Basic device

Choice of options
Membrane
E Stainless steel 1.4301/304 ......coccooveveieieeeiieeieeiene

Mounting ring
E Stainless steel 1.4301 /304 .......ccoocvvvvirvevercnnns
Certifications, approvals

Standard = C€ conform and IP66 ........
B1 ATEX & Il 1/2D Ex ta/tb llIC T83°C

B5 ATEX & Il 1/2D Ex ta/tb llIC T83°C
and & Il 2G Ex ib IIC T6

>>>B1 and B5 with stainless steel membrane only

°C [MFE[-JAJEJE[-] |«——— Ordercode

[MFEF|[-[AJE|E|-| |«——— Ordercode

We provide deliveries, services and offers exclusively on the basis of our General Terms and Conditions that are available for viewing and
download at www.mollet-level.com.

Technical alteration rights reserved.
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