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Mounting position  any

Switching function  1 NC and 1 NO

Varnish coating Switch red

Type of protection  IP67/IP65   acc. to DIN EN 60529

Ambient temperature  -25 °C ... +70 °C

  VA = 1.4581 / 318 or 1.457X

Capacity of the contact  1.5 A / 250 V AC

Maintenance  none

  AV = Aluminium/1.4581 / 318 or 1.457X
  MS = Brass

 Switch Zn-Al alloy

Materials (W) AL = Aluminium
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Cams drawn offset

Type NG G W KL KA Li. L GL A B

KE - SZ 110 IG4 AL 2 133 100 48 25 68 71

KE - SZ 110 IG4½ AL 2 133 100 48 25 68 71

KE - SZ 065 IG2 AL 2 81 45 37 20 42 66

KE - SZ 125 IG5 AL 2 148 115 52 28 75 73

KE - SZ 150 IG6 AL 2 160 130 60 30 85 75

KE - SZ 065 IG2½ AL 2 81 58 52 20 42 66

KE - SZ 075 IG2 AL 2 89 50 38 20 42 67

KE - SZ 075 IG2½ AL 2 89 64.5 42 20 42 67

KE - SZ 052 IG2 AL 2 66 44.5 40 20 32 66

KE - SZ 075 IG3 AL 2 89 64.5 39 22 45 67

KE - SZ 090 IG3 AL 2 105 78 40 22 50 68

KE - SZ 100 IG4 AL 2 115 89.5 47 25 50 71

 W = Material

 KL = Cable length

 NG = Nominal size

 Li. = Inner diameter

 G = Thread

 KA = Lug distance For example in pneumatic conveyor
systems with combustible dusts etc.

Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

According to Directive 2014/68/EU for 
pressure equipment:

Result of the evaluation of ignition 
danger acc. to DIN EN ISO 80079-36:

The couplings (without switches) have 
no potential source of ignition on their 
own.

We deliver fundamentally with white DS-Seal rings, for high pressure and
low pressure. (acc. to KE-TD-11)

Order code

Technical dataWiring connection

007-AP00

Cable  5 x 0.75 mm²

Cable length (KL) 2 = 2 m

  0 = 10 m
  5 = 5 m

II  3D  Ex  tc  IIIC  T80 °C

ATEX option

B0

BK
sw

bl
BU

sw/ws
BK/WH

BN
br

gr/ge
GN/YE

007-0200

KL 30 16

B

49

G
L

L
ØLi.

KA

G

A

Couplings with inside thread "Storz”

mechanical
limit switch KE-SZ

Dimensions

Appliance information
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Part 1

Part 2
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NEW as standard
2 grub screws 
to fix the coupling

2 pieces

2 pieces

stable and durable fixing of switch 
due to angular support and 4 screws

007-0201

7985-04X016-V4A
7985-04X020-V4A
7985-04X025-V4A

0965-03X008-V4A

0914-05X010-V4A

KE-ZS065-EU-AL
KE-ZS090-EU-AL
KE-ZS110-EU-AL

0127-04-B00-V4A

2 pieces

KE-XCM-A110-2
KE-XCM-A110-5
KE-XCM-A110-0

 W = Material

 NG = Nominal size

 G = Thread

Order code Part 1 Order code Part 2

K - FSZ 110 IG4½ AL E K - BSZ110  AL - M

K - FSZ 150 IG6 AL E K - BSZ150  AL - M

K - FSZ 075 IG2½ AL E K - BSZ075  AL - M

K - FSZ 052 IG2 AL E K - BSZ052  AL - M

K - FSZ 090 IG3 AL E K - BSZ090  AL - M

K - FSZ 100 IG4 AL E K - BSZ100  AL - M

K - FSZ 065 IG2½ AL E K - BSZ065  AL - M

incl. Seal rings   incl. Seal rings and chain

K - FSZ 075 IG3 AL E K - BSZ075  AL - M

 NG G W NG W

Materials     (W) AL = Aluminium
 AV = Aluminium/1.4581 / 318 or 1.457X

 MS = Brass

K - FSZ 125 IG5 AL E K - BSZ125  AL - M

K - FSZ 075 IG2 AL E K - BSZ075  AL - M

 VA = 1.4581 / 318 or 1.457X

Seal rings and chains depending on the type and acc. to data sheet K-TD-11

K - FSZ 065 IG2 AL E K - BSZ065  AL - M

K - FSZ 110 IG4 AL E K - BSZ110  AL - M

mechanical
limit switch

Couplings with inside thread "Storz”

KE-SZ
Single parts
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Materials (W) AL = Aluminium

  VA = 1.4581 / 318 or 1.457X

 Switch CuZn, chromium plated

  AV = Aluminium/1.4581 / 318 or 1.457X
  MS = Brass

 active surface PA12-GF30

Switching function  PNP,  Normally open

Maintenance  none

Type of protection  IP68/IP65   acc. to DIN EN 60529

Supply voltage  10 ... 30 V DC

Ambient temperature  -20 °C ... +60 °C

Load current capacity  � 200 mA, constant current

Mounting position  any

 NG = Nominal size

 KA = Lug distance

 W = Material

 Li. = Inner diameter

 G = Thread

 KL = Cable length

According to Directive 2014/68/EU for 
pressure equipment:

Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

For example in pneumatic conveyor
systems with combustible dusts etc.

Result of the evaluation of ignition 
danger acc. to DIN EN ISO 80079-36:

The couplings (without switches) have 
no potential source of ignition on their 
own.

We deliver fundamentally with white DS-Seal rings, for high pressure and
low pressure. (acc. to KE-TD-11)

Type NG G W KL KA Li. L GL A B

KI - SZ 052 IG2 AL 2 66 44.5 40 20 32 62

KI - SZ 065 IG2 AL 2 81 45 37 20 42 62

KI - SZ 065 IG2½ AL 2 81 58 52 20 42 62

KI - SZ 110 IG4½ AL 2 133 100 48 25 68 67

KI - SZ 075 IG2 AL 2 89 50 38 20 42 63

KI - SZ 090 IG3 AL 2 105 78 40 22 50 64

KI - SZ 110 IG4 AL 2 133 100 48 25 68 67

KI - SZ 075 IG2½ AL 2 89 64.5 42 20 42 63

KI - SZ 075 IG3 AL 2 89 64.5 39 22 45 63

KI - SZ 125 IG5 AL 2 148 115 52 28 75 70

KI - SZ 100 IG4 AL 2 115 89.5 47 25 50 67

KI - SZ 150 IG6 AL 2 160 130 60 30 85 71

Order code

sw  BK

bl  BU

br  BN

TURCK  Bi3U 007-AP01

Technical dataWiring connection

Cable  3 x 0.34 mm²

  0 = 10 m
  5 = 5 m
Cable length (KL) 2 = 2 m

Dust II  3D  Ex  tc  IIIC  T110 °C

ATEX option

B0

inductive

Couplings with inside thread "Storz"

limit switch KI-SZ
Appliance information

Dimensions

007-0202

16

A 16

B

45
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L
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ØLi.

KA

G

Cams drawn 
offset
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Part 1

Part 2
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2 pieces

2 pieces

2 pieces

stable and durable fixing of switch 
due to angular support and 4 screws

NEW as standard
2 grub screws 
to fix the coupling

007-0203

KI-XBK-BI3U-7-2
KI-XBK-BI3U-7-5
KI-XBK-BI3U-7-0

7985-04X016-V4A
7985-04X020-V4A
7985-04X025-V4A

0127-04-B00-V4A

0965-03X008-V4A

KE-ZS065-EU-AL
KE-ZS090-EU-AL
KE-ZS110-EU-AL

0914-05X010-V4A

 NG = Nominal size

 W = Material

 G = Thread

Order code Part 1 Order code Part 2

K - FSZ 052 IG2 AL E K - BSZ052  AL - M

K - FSZ 065 IG2½ AL E K - BSZ065  AL - M

K - FSZ 075 IG2½ AL E K - BSZ075  AL - M

 NG G W NG W

K - FSZ 075 IG2 AL E K - BSZ075  AL - M

K - FSZ 075 IG3 AL E K - BSZ075  AL - M

K - FSZ 100 IG4 AL E K - BSZ100  AL - M

K - FSZ 110 IG4 AL E K - BSZ110  AL - M

K - FSZ 110 IG4½ AL E K - BSZ110  AL - M

K - FSZ 090 IG3 AL E K - BSZ090  AL - M

K - FSZ 065 IG2 AL E K - BSZ065  AL - M

K - FSZ 150 IG6 AL E K - BSZ150  AL - M

 AV = Aluminium/1.4581 / 318 or 1.457X
 VA = 1.4581 / 318 or 1.457X

incl. Seal rings   incl. Seal rings and chain

Materials     (W) AL = Aluminium

 MS = Brass

Seal rings and chains depending on the type and acc. to data sheet K-TD-11

K - FSZ 125 IG5 AL E K - BSZ125  AL - M

inductive

Couplings with inside thread "Storz"

limit switch KI-SZ
Single parts



Pepperl+Fuchs  NJ4

br  BN

bl  BU

007-AP03
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  VA = 1.4581 / 318 or 1.457X

Mounting position  any

 Switch PBTP (Polybutylenterephthalat)

Ambient temperature  -25 °C ... +60 °C

Nominal voltage  8 V DC  (Ri approx. 1 kW)

Power consumption  activated:          £ 1 mA

Maintenance  none

Type of protection  IP68/IP65   acc. to DIN EN 60529

  not activated:    ³ 3 mA

Materials (W) AL = Aluminium

  MS = Brass
  AV = Aluminium/1.4581 / 318 or 1.457X

Cams drawn offset

II  2G  Ex  ia IIC T6...T1 Gb
and

II  1D  Ex  ia  IIIC  T135°C Da

Type NG G W KL KA Li. L GL A B

KN - SZ 052 IG2 AL 2 66 44.5 40 20 32 41.5

KN - SZ 065 IG2 AL 2 81 45 37 20 42 41.5

KN - SZ 100 IG4 AL 2 115 89.5 47 25 50 46.5

KN - SZ 125 IG5 AL 2 148 115 52 28 75 57.5

KN - SZ 110 IG4 AL 2 133 100 48 25 68 46.5

KN - SZ 090 IG3 AL 2 105 78 40 22 50 43.5

KN - SZ 075 IG2 AL 2 89 50 38 20 42 42.5

KN - SZ 075 IG2½ AL 2 89 64.5 42 20 42 42.5

KN - SZ 065 IG2½ AL 2 81 58 52 20 42 41.5

KN - SZ 150 IG6 AL 2 160 130 60 30 85 58.5

KN - SZ 110 IG4½ AL 2 133 100 48 25 68 46.5

KN - SZ 075 IG3 AL 2 89 64.5 39 22 45 42.5

Order code

 KL = Cable length

 W = Material

 Li. = Inner diameter

 KA = Lug distance

 G = Thread

 NG = Nominal size

For example in pneumatic conveyor
systems with combustible dusts etc.

According to Directive 2014/68/EU for 
pressure equipment:

Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

The couplings (without switches) have 
no potential source of ignition on their 
own.

Result of the evaluation of ignition 
danger acc. to DIN EN ISO 80079-36:

We deliver fundamentally with white DS-Seal rings, for high pressure and
low pressure. (acc. to KE-TD-11)

Technical dataWiring connection

  5 = 5 m
  0 = 10 m

Cable  2 x 0.34 mm²

Cable length (KL) 2 = 2 m

007-0204

G

m
in

. 1
5

A 16

B

25G
L

L

ØLi.

KA

G

30

ATEX option

Dust
Gas and

limit switch NAMUR
inductive

Couplings   with inside thread "Storz"

KN-SZ
Appliance information

Dimensions
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2 pieces

2 pieces

2 pieces

stable and durable fixing of switch 
due to angular support and 4 screws

NEW as standard
2 grub screws 
to fix the coupling

KN-XCK-NJ4K-7-2
KN-XCK-NJ4K-7-5
KN-XCK-NJ4K-7-0

for couplings in 
stainless steel:

KN-XCK-NJ2K-7-2
KN-XCK-NJ2K-7-5
KN-XCK-NJ2K-7-0

7985-04X016-V4A
7985-04X020-V4A
7985-04X025-V4A

0127-04-B00-V4A

0965-03X008-V4A

KE-ZS065-EU-AL
KE-ZS090-EU-AL
KE-ZS110-EU-AL

0914-05X010-V4A

007-0205

 NG = Nominal size

 W = Material

 G = Thread

Order code Part 1 Order code Part 2

K - FSZ 065 IG2½ AL E K - BSZ065  AL - M

K - FSZ 100 IG4 AL E K - BSZ100  AL - M

K - FSZ 110 IG4 AL E K - BSZ110  AL - M

 VA = 1.4581 / 318 or 1.457X
 MS = Brass

K - FSZ 075 IG3 AL E K - BSZ075  AL - M

K - FSZ 150 IG6 AL E K - BSZ150  AL - M

incl. Seal rings   incl. Seal rings and chain

 AV = Aluminium/1.4581 / 318 or 1.457X

K - FSZ 065 IG2 AL E K - BSZ065  AL - M

K - FSZ 090 IG3 AL E K - BSZ090  AL - M

K - FSZ 125 IG5 AL E K - BSZ125  AL - M

K - FSZ 075 IG2 AL E K - BSZ075  AL - M

Seal rings and chains depending on the type and acc. to data sheet K-TD-11

Materials     (W) AL = Aluminium

 NG G W NG W

K - FSZ 052 IG2 AL E K - BSZ052  AL - M

K - FSZ 075 IG2½ AL E K - BSZ075  AL - M

K - FSZ 110 IG4½ AL E K - BSZ110  AL - M

limit switch NAMUR
inductive

Couplings   with inside thread "Storz"

KN-SZ
Single parts
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Sensing whether silo trailer  or blanc cap  has been coupled.ƒ �

-  Coupling  of the silo trailer is actuating two switchesƒ
-  Blank cap  actuates one switch.�

Silo filling process 1

-  Coupling  actuates one switch�
-  The blanc cap  actuates no switch…

-  Silo trailer  actuates two switchesƒ

Silo filling process 2

Sensing whether silo trailer  or coupling  has been coupled.ƒ �

 inert gas - or dry air overlay
E.g. coupling  is  interoffice production�

Example of application

Switch 1

Switch 2

So, in this way can be identified which counter coupling has been coupled at 
the moment.

During the coupling of a counter coupling either one or two limit switches will be 
actuated.

The coupling with inside thread has two built-in limit switches.

007-0234

Versions

Hose coupling

Fixed coupling

Blank cap

C
o

u
n

te
r 

co
u

p
lin

g

Dimensions, technical data, ATEX options and connections see under:

The coding can be carried out with all three limit switch variants KE, KI and KN
and can be mounted at couplings of all sizes.

KN inductive limit switch NAMUR KE-GI-06

KI inductive limit switch KE-GI-04

KE mechanical limit switch KE-GI-02

2 inductive limit switches can also be mounted at VK and AVK couplings.

Couplings System "Storz"

Coding 1/2
with 2 limit switches K.2-SZ

Illustrations

Appliance information

�ƒ

…

007-0236

M2
Version

M1
Version

�

ƒ 007-0235

M1
Version



with mechanical positioning
Hose coupling

�

ƒ

1.1 1.2 2.1 2.2 3.1 3.3 4.1 4.2

A.2 A.1 B.2 B.1

1 2 3

A B

4

‚

007-0338
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The coupling with inside thread has two built-in limit switches and a blocking. The 
blocking allows a coupling at one position only.

So, in this way can be identified which hose coupling has been coupled at 
the moment.

During the coupling of a counter coupling the switch 1, switch 2 or both switches 
will be actuated.

Versions

has been coupled.

Coupling station 4/2+1

Sensing whether hose , hose  or the silo trailer � ‚ ƒ

-  Hose coupling  actuates only the switch Nr. x.1�

Further applications on demand.

-  Silo trailer  actuates the switch x.1 and x.2ƒ
-  Hose coupling  actuates only the switch Nr. x.2‚

Example of application

Switch 1

Switch 2

007-0337

Inside thread coupling

C
o

u
n

te
r 

co
u

p
lin

g

Fixed coupling

KN inductive limit switch NAMUR KE-GI-06

KI inductive limit switch KE-GI-04

KE mechanical limit switch KE-GI-02

Dimensions, technical data, ATEX options and connections see under:

The coding can be carried out with all three limit switch variants KE, KI and KN
and can be mounted at couplings of all sizes.

2 inductive limit switches can also be mounted at KAMLOK - couplings (AVK).

Couplings System "Storz"

Coding 1/3
with 2 limit switches K.2-SZ

Illustrations

Appliance information

M1R
Version

M1L

M1LM1R
Version

Version

Version
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Switch 1Switch 2

KI D SZ 110 IG4½ AL 2

  VA = 1.4571 / 316 Ti

Materials (W) AL = Aluminium

Type NG G W KL

Fixed coupling  with integrated double limit switch

  MS = Brass

KI D SZ 110 IG3 AL 2

  AV = Aluminium/1.4571 / 316 Ti

KI D SZ 110 IG4 AL 2

  2=2 m  5=5 m  0=10 m

 W = Material

 G = Thread

 NG = Nominal size

 KL = Cable length

Order code

The coupling with inside thread has two built-in inductive limit switches as double 
switches beneath.

The counter coupling is coded in that way that either switch 1, switch 2 or switch 1 
and 2 will be actuated.

So, in this way can be identified which counter coupling has been coupled at 
the moment.

Switching system

 1 2

K- . SZ110 - XXX - SP - CD - AL - 06 l

K- . SZ110 - XXX - SP - CD - AL - 09  l

K- . SZ110 - XXX - SP - CD - AL - 15 l l

Counter coupling actuates switch number

C
od

in
g 

1/
3

w
ith

 a
do

ub
le

 li
m

it 
sw

itc
h

Order code

fill out Ø of hose nozzle e.g. 080 for Ø 80 mm
or enter thread size e.g. IG4

Versions

Dimensions, technical data, ATEX options see under:

KN inductive limit switch NAMUR on demand

Counter coupling (e.g. Hose coupling always with locking pawl)

KI inductive double limit switch KE-TD-06

Available for the coupling size 110-A

The coding can be carried out resp. is available with the two limit switch varities KI 
and KN.

 N = inductive limit switch NAMUR
 I = inductive limit switch

 S = Hose coupling

 L = Inside thread coupling

Fixed coupling

Hose coupling

Inside thread coupling

C
o

u
n

te
r 

co
u

p
lin

g

007-0242

Couplings System "Storz"

Coding 1/3
with a double limit switchK.D-SZ

Type selectionIllustrations

Appliance information
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Switch 1

Switch 3

The coupling with inside thread has optional three or four built-in limit switches and 
a blocking. The blocking allows a coupling at one position only.

During the coupling of a counter coupling a combination of limit switches will be 
actuated.

So, in this way can be identified which counter coupling has been coupled at 
the moment.

Switch 2

Switch 4

007-0339

K- . SZ110-XXX-SP-CS-AL-08  l

K- . SZ110-XXX-SP-CS-AL-09  l l

K- . SZ110-XXX-SP-CS-AL-13  l l l

K- . SZ110-XXX-SP-CS-AL-14  l l l

K- . SZ110-XXX-SP-CS-AL-15  l l l l

K- . SZ110-XXX-SP-CS-AL-06   l l

K- . SZ110-XXX-SP-CS-AL-05   l l

K- . SZ110-XXX-SP-CS-AL-10  l l

K- . SZ110-XXX-SP-CS-AL-03    l l

  4 3 2 1

K- . SZ110-XXX-SP-CS-AL-01     l

K- . SZ110-XXX-SP-CS-AL-02    l

K- . SZ110-XXX-SP-CS-AL-04   l

K- . SZ110-XXX-SP-CS-AL-07   l l l

K- . SZ110-XXX-SP-CS-AL-11  l l l

K- . SZ110-XXX-SP-CS-AL-12  l l

Counter coupling actuates switch number

Order code

C
od

in
g 

1/
15

 w
ith

 4
 li

m
it 

sw
itc

he
s

C
od

in
g 

1/
7 

w
ith

 3
 li

m
it 

sw
itc

he
s

 L = Inside thread coupling

 S = Hose coupling

 W = Material

 G = Thread

 KL = Cable length

 NG = Nominal size

  2=2 m  5=5 m  0=10 m

Order code

Switching system

Order code

Hose coupling

Fixed coupling

Inside thread coupling

C
o

u
n

te
r 

co
u

p
lin

g

fill out Ø of hose nozzle e.g. 080 for Ø 80 mm
or enter thread size e.g. IG4

Versions

The coding can be carried out resp. is available with the two limit switch varities KI 
and KN.

KN inductive limit switch NAMUR KE-GI-06

Counter coupling (e.g. Hose coupling always with locking pawl)
Available for the coupling size 110-A

Dimensions, technical data, ATEX options see under:

KI inductive limit switch KE-GI-04

 I = inductive limit switch
 N = inductive limit switch NAMUR

Couplings System "Storz"

with 3 or 4 limit switches
Coding 1/7 and 1/15 K.  -SZ3

4

Type selectionIllustrations

Appliance information

Fixed coupling  for coding 1/7 with 3 limit switches

  VA = 1.4571 / 316 Ti

KI 3 SZ 110 IG4½ CN AL 2

KI 4 SZ 110 IG4½ CN AL 2

Fixed coupling  for coding 1/15 with 4 limit switches

-

Typ NG G W KL

  MS = Brass

KI 4 SZ 110 IG4 CN AL 2

KI 3 SZ 110 IG3 CN AL 2

KI 3 SZ 110 IG4 CN AL 2

Typ NG G W KL

Materials (W) AL = Aluminium

KI 4 SZ 110 IG3 CN AL 2

  AV = Aluminium/1.4571 / 316 Ti
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Example of application 1 Example of application 2

Coupling station 17/15

Couplings with inside thread KI4-SZ110 ...  with 4 switches
(max. 15 hose couplings)

Signalling: Which hose has been coupled at which coupling?

Coupling station 11/7

Signalling: Which hose has been coupled at which coupling?

(max. 7 hose couplings)
Couplings with inside thread KI3-SZ110 ... with 3 switches

Couplings System "Storz"

with 3 or 4 limit switches
Coding 1/7 and 1/15 K.  -SZ3

4

Appliance information
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D

G
L

L

Li.

KA

G

A

Order code

Read and follow by installation and operation the safty instructions KE-SH-01 or KE-SH-03

007-0263

 90 K - FSZ 090 IG3 AV  105 78 40 22 144 19

 100 K - FSZ 100 IG4 AL 3 01745 31 115 89.5 47 25 155 22

 52 K - FSZ 052 IG1½ VA  66 32 32 20 98 17

 100 K - FSZ 100 IG4 AV  115 89.5 47 25 155 22

 110 K - FSZ 110 IG4 AL 2 00970 31 133 100 48 25 180 22

 52 K - FSZ 052 IG1¼ AL 4 02898 31 66 32 32 20 98 17

 110 K - FSZ 110 IG4 AV  133 100 48 25 180 22

 75 K - FSZ 075 IG2 AL 4 01315 31 89 50 38 20 126 19

 110 K - FSZ 110 IG4 VA  133 100 48 25 180 22

 65 K - FSZ 065 IG2 VA  81 45 37 20 118 17

 52 K - FSZ 052 IG2 VA  66 44.5 40 20 98 17

 110 K - FSZ 110 IG4½ AL 2 00971 31 133 100 48 25 180 22

 52 K - FSZ 052 IG1¼ VA  66 32 32 20 98 17

 Storz Type NG G W ID-Nr. KA Li. L GL D A

 52 K - FSZ 052 IG2 AL 3 00001 31 66 44.5 40 20 98 17

 52 K - FSZ 052 IG2½ AL 4 02517 31 66 44.5 40 20 98 17

 65 K - FSZ 065 IG2½ AL 3 01985 31 81 58 52 20 118 17

 52 K - FSZ 052 IG2½ VA  66 44.5 40 20 98 17

 65 K - FSZ 065 IG2½ VA  81 58 52 20 118 17

 65 K - FSZ 065 IG2 AL 4 03991 31 81 45 37 20 118 17

 75 K - FSZ 075 IG2 VA  89 50 38 20 126 19
 75 K - FSZ 075 IG2½ AL 3 00006 31 89 64.5 42 20 126 19

 75 K - FSZ 075 IG3 AL 4 01200 31 89 64.5 39 22 126 19
 75 K - FSZ 075 IG3 VA  89 64.5 39 22 126 19

 90 K - FSZ 090 IG3 AL 3 00930 31 105 78 40 22 144 19

 52 K - FSZ 052 IG1½ AL 4 02690 31 66 32 32 20 98 17

 75 K - FSZ 075 IG2½ VA  89 64.5 42 20 126 19

 205 K - FSZ 205 IG8 AL 2 00286 32 220 186 75 40 280 38

 165 K - FSZ 165 IG6 AV  188 150 64 36 245 29

 250 K - FSZ 250 IG10 AL 1 00295 32 278 236 78 42 350 45

 125 K - FSZ 125 IG5 VA  148 115 52 28 195 24

 150 K - FSZ 150 IG6 AL 3 01754 31 160 130 56 30 220 33

 150 K - FSZ 150 IG6 VA  160 130 56 30 220 33

 125 K - FSZ 125 IG5 AL 3 01114 31 148 115 52 28 195 24

 165 K - FSZ 165 IG6 AL 2 00983 32 188 150 64 36 245 29

 250 K - FSZ 250 IG10 AV  278 236 78 42 350 45

 125 K - FSZ 125 IG5 AV  148 115 52 28 195 24

 110 K - FSZ 110 IG4½ AV  133 100 48 25 180 22

 165 K - FSZ 165 IG7 AV  188 150 64 36 245 29

 150 K - FSZ 150 IG6 AV  160 130 56 30 220 33

 165 K - FSZ 165 IG7 AL 2 00271 32 188 150 64 36 245 29

 205 K - FSZ 205 IG8 AV  220 186 75 40 280 38

According to Directive 2014/68/EU for  
pressure equipment: 

For example in pneumatic conveyor
systems with combustible dusts etc.

Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

Result of the evaluation of ignition 
danger acc. to DIN EN 13463-1:

The couplings have no potential source 
of ignition on their own.

  G-AlSi7Mg  according to DIN 1725 TI 2

Pressure  -0.9 bar ... 10 bar

Material (W) AL Aluminium

  AlMgSi  according to DIN 1725 TI 1

Last digit 32  Aluminium casting alloy

Last digit 31  Aluminium wrought alloy

Ambient temperature  -25 °C ... +120 °C

  G-AlMg5Si  for sand casting

Material (W) AV Aluminium wrought alloy/1.4581 / 318 or 1.457X

For the version  VA

Cam

                                  product touching parts made of 1.4571 / 316 Ti

Material (W) VA Coupling complete made of 1.4581 / 318 or 1.457X

Aluminium

Seal rings DS* Nitrile rubber, white  

Couplings  SP  with locking pawl on request

For the version  AV

    for high pressure and low pressure (DS)
  * we deliver fundamentally seal rings

 alternative VITON, green (please order separate)

 NG = Nominal size

 Li = Inner diameter

 G = Thread

 D = Diameter

 GL = Thread length

 KA = Cam distance

 W = Material

Technical data

Inside thread couplings

K-FSZ

Dimensions

Technical data System „Storz“ 
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Hose couplings

K-SSZ

D

S
L

L

Li.

KA

SA

A

SI

Ordercode

Cam ring

Hose nozzle

Read and follow by installation and operation the safty instructions KE-SH-01 or KE-SH-03

According to Directive 2014/68/EU for 
pressure equipment: 

Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

For example in pneumatic conveyor
systems with combustible dusts etc.

Result of the evaluation of ignition 
danger acc. to DIN EN 13463-1:

The couplings have no potential source 
of ignition on their own.

 Storz Type NG SA W ID-Nr. KA. Li. D L A SL SI

 52 K - SSZ 052 038 AL 6 00243 33 66 31.5 98 43 17 90 31.5

 52 K - SSZ 052 038 VA  66 31.5 98 43 17 90 31.5

 52 K - SSZ 052 042 AL 6 01009 33 66 33 98 43 17 90 36.5
 52 K - SSZ 052 042 AV  66 33 98 43 17 90 36.5

 52 K - SSZ 052 038 AV  66 31.5 98 43 17 90 31.5

 52 K - SSZ 052 042 VA  66 33 98 43 17 90 36.5

 110 K - SSZ 110 110 VA  133 100 180 48 22 170 100

 65 K - SSZ 065 075 AV  81 65 118 34.5 17 100 65

 90 K - SSZ 090 090 AV  105 80 144 45 19 140 80

 125 K - SSZ 125 125 AL 6 00187 33 148 113 195 52 24 196 113
 125 K - SSZ 125 125 AV  148 113 195 52 24 196 113

 75 K - SSZ 075 075 VA  89 65 126 45 18 125 65

 125 K - SSZ 125 125 VA  148 113 195 52 24 196 113

 65 K - SSZ 065 065 VA  81 57 118 34.5 17 100 58

 65 K - SSZ 065 065 AL 6 00173 33 81 57 118 34.5 17 100 58

 100 K - SSZ 100 100 AL 6 00185 33 115 90 155 47 22 150 90
 100 K - SSZ 100 100 AV  115 90 155 47 22 150 90

 52 K - SSZ 052 052 AV  66 45 98 43 17 90 45

 65 K - SSZ 065 052 AL 6 00115 33 81 45 118 34.5 17 90 45

 65 K - SSZ 065 052 VA  81 45 118 34.5 17 90 45
 65 K - SSZ 065 052 AV  81 45 118 34.5 17 90 45

 65 K - SSZ 065 065 AV  81 57 118 34.5 17 100 58

 75 K - SSZ 075 075 AV  89 65 126 45 18 125 65

 52 K - SSZ 052 052 AL 4 02452 33 66 45 98 43 17 90 45

 65 K - SSZ 065 075 AL 6 00128 33 81 65 118 34.5 17 100 65

 100 K - SSZ 100 100 VA  115 90 155 47 22 150 90

 65 K - SSZ 065 075 VA  81 65 118 34.5 17 100 65

 75 K - SSZ 075 075 AL 6 03164 33 89 65 126 45 18 125 65

 90 K - SSZ 090 090 AL 6 00184 33 105 80 144 45 19 140 80

 110 K - SSZ 110 100 AL 6 00155 33 133 90 180 48 22 170 90

 110 K - SSZ 110 100 VA  133 90 180 48 22 170 90

 110 K - SSZ 110 110 AL 4 02463 33 133 100 180 48 22 170 100
 110 K - SSZ 110 110 AV  133 100 180 48 22 170 100

 110 K - SSZ 110 100 AV  133 90 180 48 22 170 90

 75 K - SSZ 075 080 VA  89 70 126 45 18 125 70

 52 K - SSZ 052 052 VA  66 45 98 43 17 90 45

 75 K - SSZ 075 080 AL 6 00179 33 89 70 126 45 18 125 70
 75 K - SSZ 075 080 AV  89 70 126 45 18 125 70

 150 K - SSZ 150 150 AL 6 03590 33 160 138 220 56 33 180 138

 250 K - SSZ 250 260 AL 2 00713 33 278 242 350 78 45 400 242
 250 K - SSZ 250 260 AV  278 242 350 78 45 400 242

 165 K - SSZ 165 150 AV  188 150 245 64 29 275 150

 150 K - SSZ 150 150 VA  160 138 220 56 33 180 138

 165 K - SSZ 165 150 AL 6 00198 33 188 150 245 64 29 275 150

 205 K - SSZ 205 205 AV  220 185 280 75 38 375 185

 150 K - SSZ 150 150 AV  160 138 220 56 33 180 138

 165 K - SSZ 165 150 VA  188 150 245 64 29 275 150

 205 K - SSZ 205 205 AL 6 00201 33 220 185 280 75 38 375 185

 205 K - SSZ 205 205 VA  220 185 280 75 38 375 185

 250 K - SSZ 250 260 VA  278 242 350 78 45 400 242

007-0263

 W = Material

 SA = -ØHose nozzle-outside

 SI = -ØHose nozzle-inside

 NG = Nominal size

 SL = Hose nozzle-lenght

 KA = Cam distance

 G = Thread

 D = Diameter

 Li = Inner diameter

  Gravity die casting  according to DIN 1725 TI 2

Material (W) AV Cam part made of wrought alloy AlMgSi
  Hose nozzle made of 1.4581 / 318 or 1.457X

For the version  VA

Material (W) VA Coupling complete made of 1.4581 / 318 or 1.457X

Hose couplings  SP with locking pawl on request

Material (W) AL Aluminium

  * we deliver fundamentally seal rings

Ambient temperature  -25 °C ... +120 °C

  Forging  according to DIN 1725 TI 1

 alternative VITON, green (please order separate)

Last digit 33  Aluminium general

Pressure  -0.9 bar ... 10 bar

   for high pressure and low pressure (DS)

For the version  AV

Seal rings DS* Nitrile rubber, white  

Technical data

Dimensions

Technical data System „Storz“ 
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Hose-Couplings

K-SSZ

Cam ring

Hose nozzle

Cam ring

Hose nozzle

Clamping jaws

007-0264

- from all common materials

Hose nozzles and couplings to customer´s request

- with any diameter, thick- or thin-walled, inside- or outside-Ø

 coupling (butt-joint-free pneumatic conveyance)

- outside with grooves for fixation with fittings, plane or with serrated

- with safty collar (collar for clamping jaws)

 matched individually with the hose-Ø resp. the-Ø of the conveying pipe

  profile

- inside conical matching with the hose-Ø and the inside-Ø of the fixed

Cam ring

Hose nozzle

Hose-Couplings Storz 110, nozzle Ø50 mm

for connection of dry air at a silo for the storage of cristal sugar.

Hose-Couplings Storz 075, with smooth nozzle

with safty collar for clamping jaws.

Hose-Couplings Storz 075, with smooth nozzle

Ø50

Ø45

11
0

Manufacturing details

Technical data System „Storz“ 
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Inside thread couplings, pivoted

K-LSZ

Read and follow by installation and operation the safty instructions KE-SH-01 or KE-SH-03

 52 K - LSZ 052 IG1½ VA  66 43 25 98 17.5 43 61.5 59.5

 52 K - LSZ 052 IG1¼ AL 5 02374 33 66 43 20 98 17.5 32 34 59.5

 52 K - LSZ 052 IG1½ AV  66 43 25 98 17.5 43 61.5 59.5

 110 K - LSZ 110 IG4 AV  133 98 20 180 23 49 60.5 126.5

 90 K - LSZ 090 IG3 AL  105 77 20 144 20 43 43 97.5

 52 K - LSZ 052 IG2 VA 4 04128 46 66 45 20 98 17 43.5 51.5 68.5
 52 K - LSZ 052 IG2 AV  66 44.5 20 98 17 43.5 51.5 68.5

 52 K - LSZ 052 IG1½ AL 5 01958 33 66 43 25 98 17.5 43 61.5 59.5

 75 K - LSZ 075 IG2½ AV  89 62 20 126 18.5 45 51 82.5

 110 K - LSZ 110 IG4 AL 3 02337 33 133 98 20 180 23 49 60.5 126.5

 75 K - LSZ 075 IG2½ VA 4 03420 46 89 62 20 126 18.5 45 51 82.5

 Storz Type NG G W ID-Nr. KA Li.  GL D A L KL d1

 110 K - LSZ 110 IG4 VA  133 98 20 180 23 49 60.5 126.5

 52 K - LSZ 052 IG2 AL 4 02691 33 66 44.5 20 98 17 43.5 51.5 68.5

 75 K - LSZ 075 IG2½ AL 5 01959 33 89 62 20 126 18.5 45 51 82.5

 90 K - LSZ 090 IG3 AV  105 77 20 144 20 43 43 97.5

 125 K - LSZ 125 IG4 AL  148 108 20 195 25 53 53 124
 125 K - LSZ 125 IG4 AV  148 108 20 195 25 53 53 124

Order code

G

G
L

K
L

A

L
Li .1

d

D

G
L

K
L

Li .1

KA

G

A

L

Li.2

d
Order code

007-0263

Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

For example in pneumatic conveyor
systems with combustible dusts etc.

According to Directive 2014/68/EU for 
pressure equipment: 

Result of the evaluation of ignition 
danger acc. to DIN EN 13463-1:

The couplings have no potential source 
of ignition on their own.

For the version  AV

For the version  VA

Material (W) AV Cam part made of wrought alloy
   AlMgS

   1.4581 / 318 or 1.457X
Material (W) VA Coupling complete made of

Last digit 46  1.4581 / 318 or 1.457X

Loose couplings  SP with locking pawl on request

  product touching parts made of
  1.457X

Material (W) AL Aluminium

  * we deliver fundamentally seal rings

Last digit Aluminium general 33  

    for high pressure and low pressure (DS)

Ambient temperatur  -25 °C ... +120 °C

  Forging according to  DIN 1725 TI 1

Pressure  -0.9 bar ... 10 bar

  Gravity die casting according to
  DIN 1725 TI 2

 alternative VITON, green (please order seperate)

Seal rings DS* Nitril rubber, white  

Technical data

 GL = Thread length

 D = Diameter

 d = Diameter

 G = Thread

 W = Material

 KL = Couplings length

 Li.  = 1 Inner diameter

 Li.  = 2 Inner diameter

 KA = Cam distance

 NG = Nominal size

 75 K - LSZ 075 IG3 AL 6 01573 33 89 61 75 20 126 18.5 45 74 98

 65 K - LSZ 065 IG2½ AL  81 54.5 65 20 118 17.5 34.5 80.5 84.5

 75 K - LSZ 075 IG3 VA  89 61 75 20 126 18.5 45 74 98

 125 K - LSZ 125 IG5 AL  148 114.5 114.5 29 195 25 53 112 150

 65 K - LSZ 065 IG2½ AV  81 54.5 65 20 118 17.5 34.5 80.5 84.5

 75 K - LSZ 075 IG3 AV  89 61 75 20 126 18.5 45 74 98

 Storz Type NG G W ID-Nr. KA Li. Li.  GL D A L KL d1 2

 125 K - LSZ 125 IG5 VA  148 114.5 114.5 29 195 25 53 112 150

Dimensions

Technical data System „Storz“ 



M   LLET
Füllstandtechnik G

m
b

H

04/13  © by MOLLET     K-TD-07     17MOLLET   D-74706 Osterburken  Tel.  +49  6291 6440-0  Fax  +49  6291 9846            Appliance information

Read and follow by installation and operation the safty instructions KE-SH-01 or KE-SH-03

 65 K - BSZ 065 AL 6 01436 33 81 34.5 118 17

 Storz Type NG W ID-Nr.  KA L D A

 52 K - BSZ 052 AL 4 02476 33 66 43 98 17
 52 K - BSZ 052 VA   66 43 98 17

 205 K - BSZ 205 VA   220 75 280 38

 100 K - BSZ 100 AL 4 02480 33 115 47 155 22

 165 K - BSZ 165 AL 4 02500 33 188 64 245 29

 250 K - BSZ 250 VA   278 78 350 45

 110 K - BSZ 110 AL 6 02898 33 133 48 180 22

 125 K - BSZ 125 AL 4 02495 33 148 52 195 24

 205 K - BSZ 205 AL 4 02504 33 220 75 280 38

 250 K - BSZ 250 AL 2 01139 33 278 78 350 45

 90 K - BSZ 090 VA   105 45 144 19

 150 K - BSZ 150 AL 4 02498 33 160 56 220 33

 100 K - BSZ 100 VA   115 47 155 22

 110 K - BSZ 110 VA   133 48 180 22

 75 K - BSZ 075 VA   89 45 126 18

 65 K - BSZ 065 VA   81 34.5 118 17

 75 K - BSZ 075 AL 6 02897 33 89 45 126 18

 90 K - BSZ 090 AL 4 02486 33 105 45 144 19

 165 K - BSZ 165 VA   188 64 245 29

 125 K - BSZ 125 VA   148 52 195 24

 150 K - BSZ 150 VA   160 56 220 33

Order code

According to Directive 2014/68/EU for 
pressure equipment: 

Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

For example in pneumatic conveyor
systems with combustible dusts etc.

The couplings have no potential source 
of ignition on their own.

Result of the evaluation of ignition 
danger acc. to DIN EN 13463-1:

 D = Diameter

 KA = Cam distance

 W = Material

 NG = Nominal size

 alternative VITON, green (please order separate)

Material (W) AL Aluminium

A   -25 °C ... +120 °Cmbient temperature

Last digit 33  Aluminium general

Seal rings DS* Nitrile rubber, white  
  * we deliver fundamentally seal rings

For the version  VA

Pressure  -0.9 bar ... 10 bar

  Gravity die casting  according to DIN 1725 TI 2

Material (W) VA Coupling complete made of 1.4581 / 318 or 1.457X

    for high pressure and low pressure (DS)

  Forging  according to DIN 1725 TI 1

Technical data

Blank cap

K-BSZ

Dimensions

Technical data System „Storz“ 

D

L

KA

A

007-0263



M   LLET
Füllstandtechnik G

m
b

H

18     K-TD-06     10/14  © by MOLLET Technische Daten                 MOLLET   D-74706 Osterburken  Tel.  +49  6291 6440-0  Fax  +49  6291 9846

Transmission coupling

K-RSZ

 NG = Nominal size

 W = Material

 L = Length

 KA = Cam distance

 nd = not turnable

Order code

 165/110 K - RSZ 165-110 AL 6 01086 33 188/133 96 nd

 150/110 K - RSZ 150-110 AL 3 01766 33 160/133 89 nd

 250/150 K - RSZ 250-150 AL 6 06702 33 278/160 170 nd

 90/75 K - RSZ 090-075 AL 4 00796 33 105/89 60 nd

 205/150 K - RSZ 205-150 AL 6 03936 33 220/160 137 nd

 65/52 K - RSZ 065-052 VA 4 02325 46 81/66 50 nd

 75/52 K - RSZ 075-052 VA 4 00389 46 89/66 76 nd
 75/52 K - RSZ 075-052 AL 4 01150 33 89/66 39

 100/75 K - RSZ 100-075 AL 6 03094 33 115/89 47

 Storz/Storz Typ NG-NG W ID-Nr. KA/KA L

 65/52 K - RSZ 065-052 AL 4 02325 33 81/66 50 nd

 150/125 K - RSZ 150-125 AL 6 02546 33 160/148 120 nd

 110/52 K - RSZ 110-052 AL 6 03163 33 133/66 100 nd

 110/75 K - RSZ 110-075 VA 4 02288 46 133/89 55 nd
 110/75 K - RSZ 110-075 AL 3 00044 33 133/89 48

 125/110 K - RSZ 125-110 AL 6 01916 33 148/133 102 nd

L
L

Pressure  -0.9 bar ... 10 bar

Material (W) AL Aluminium

Last digit 33  Aluminium general
  Gravity die casting  according to DIN 1725 TI 2

A   -25 °C ... +120 °Cmbient temperature

Seal rings DS* Nitrile rubber, white  
  * we deliver fundamentally seal rings

For the version  VA

    for high pressure and low pressure (DS)

Material (W) VA Coupling complete made of 1.4581 / 318 or 1.457X

 alternative VITON, green (please order separate)

  Forging  according to DIN 1725 TI 1

Technical data

For example in pneumatic conveyor
systems with combustible dusts etc.

According to Directive 2014/68/EU for 
pressure equipment: 

Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

The couplings have no potential source 
of ignition on their own.

Result of the evaluation of ignition 
danger acc. to DIN EN 13463-1:

Read and follow by installation and operation the safty instructions KE-SH-01 or KE-SH-03

Dimensions

Technical data System „Storz“ 

Images
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Single parts

 110 A 124x102x12,0 K-SZ110DRKDS-NBR K-SZ110DRKDS-SIK

 165  177x152x12,5 K-SZ165DRKDS-NBR

 205  211x187x16,0 K-SZ205DRKDS-NBR

 250  268,5x240x17 K-SZ250DRKDS-NBR  (black)

  NBR  (white) Silikon  (transparent)

  Size Dimensions (mm) Article-no. Article-no.

 52 C 60x47x10,0 K-SZ052DRKDS-NBR K-SZ052DRKDS-SIK

DRK seal rings for high and low pressure operation  (DS)

 75 B 82x67x10,5 K-SZ075DRKDS-NBR K-SZ075DRKDS-SIK

 90  98x93x10,0 K-SZ090DRKDS-NBR K-SZ090DRKDS-SIK

 100  108x93x10,0 K-SZ100DRKDS-NBR K-SZ100DRKDS-SIK

 125  139x177x12,5 K-SZ125DRKDS-NBR K-SZ125DRKDS-SIK

 65  75x60x10,0 K-SZ065DRKDS-NBR K-SZ065DRKDS-SIK

 150  152x132x11,5 K-SZ150DRKDS-NBR K-SZ150DRKDS-SIK

 110 A 124x102x12,0 K-SZ110DRKDS-VI

 75 B 82x67x10,5 K-SZ075DRKDS-VI

  Size Dimensions (mm) Article-no.

DRK seal rings for high and low pressure operation  (DS)

 52 C 60x47x10,0 K-SZ052DRKDS-VI

 150  152x132x11,5 K-SZ150DRKDS-VI

 125  139x117x12,5 K-SZ125DRKDS-VI

  VITON  (green)

 100  106x93x10,5 K-SZ100DRKD-NBR

  NBR  (white)

DRK seal rings for high pressure operation  (D)

 52 C 60x47x10,5 K-SZ052DRKD-NBR

 75 B 82x67x10,0 K-SZ075DRKD-NBR

  Size Dimensions (mm) Article-no.

 65  75x60x10,5 K-SZ065DRKD-NBR

  G 5 138x118x3 K-SZIG5   DRG-NBR K-SZIG5   DRG-PT

DRG thread flat seal rings

  Size Dimensions (mm) Article-no. Article-no. 

  G 2 60x47x3 K-SZIG2   DRG-NBR K-SZIG2   DRG-PT

  G 2½ 76x66x3 K-SZIG2½DRG-NBR K-SZIG2½DRG-PT

  NBR  (white) PTFE  (white)

  G 3 88x78x3 K-SZIG3   DRG-NBR K-SZIG3   DRG-PT

  G 4 113x100x3 K-SZIG4   DRG-NBR K-SZIG4   DRG-PT

  G 4½ 126x105x3 K-SZIG4½DRG-NBR K-SZIG4½DRG-PT

  G 6 164x152x4 K-SZIG6   DRG-NBR K-SZIG6   DRG-PT

  052-090   280 mm K-280KT-STV K-280KT-V2A

  125-205   535 mm K-535KT-STV on request

  Steel, galvanized  Stainless steel V2A

  100-110   390 mm K-390KT-STV K-390KT-V2A

KT knotted-link chain with S-hook

  Size Chain length Article-no. Article-no. 

SZ
Seal rings / chains

 Storz couplings
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K - XSZ - BC 3 01680 48  Galvanised steel

 K - XSZ - ABC 2 01416 48  Galvanised steel

 K - XSZ - 150-125 3 00686 42  Malleable iron

K - XSZ - 250-165 2 00371 49  Steel

Order code

Coupling wrench

Pawl

Hinged coupling handles for coupling Storz 110-A for subsequent mounting.
K - XSZ - KG110 6 02930 33  Aluminium

Order code

Coupling handle, loose

K - . SZ ... SP Stainless steel

Order code

Protection against independent and unintentionally decoupling due to heavy 
vibrations and existing torsional stress at hoses.

Order code

K - XSZ075 - SC 78 000126 00

K - XSZ125 - SC 78 000196 00

K - XSZ150 - SC 78 000215 00

K - XSZ100 - SC 78 000156 00

K - XSZ110 - SC 78 000182 00

K - XSZ090 - SC 78 000144 00

K - XSZ052 - SC 78 000098 00

Safety clamp
Galvanised steel covered with rubber

Couplings System "Storz"

K- Accessories

Technical data

Images
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 NG = Nominal size

 G = Thread

 Li. = Inner diameter

 KL = Cable length

 W = Material Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

For example in pneumatic conveyor
systems with combustible dusts etc.

According to Directive 2014/68/EU for 
pressure equipment:

The couplings (without switches) have 
no potential source of ignition on their 
own.

Result of the evaluation of ignition 
danger acc. to DIN EN ISO 80079-36:

Type NG G W KL Li. L GL A B C

KE - VK 080 IG3 AL 2 76 47 24.5 45.7 35 25

KE - VK 100 IG4 AL 2 95 47 24.5 58.5 35 30

Order code

Seal ring depending on type and acc. to data sheet KE-GI-09.

Technical dataWiring connection

Ambient temperature  -25 °C ...+70 °C

Materials (W) AL = Aluminium

  VA = 1.4408 / 316

Mounting position  any

Capacity of the contact  1.5 A / 250 V AC

Switching function  1 NC and 1 NO

Type of protection  IP67/IP65   acc. to DIN EN 60529

 Switch Zn-Al alloy

  MS = Brass

Varnish coating Switch red

Maintenance  none

  0 = 10 m
  5 = 5 m

Cable  5 x 0.75 mm²

Cable length (KL) 2 = 2 m

BK
sw

bl
BU

sw/ws
BK/WH

gr/ge
GN/YE

BN
br

Dust II  3D  Ex  tc  IIIC  T80 °C

ATEX option

B0

007-AP00

007-0206

ØLi.
G

L

L
B G

A CKL 30

Father couplings

mechanical
limit switch KE-VK

Dimensions

Appliance information
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KE-XCM-A110-2
KE-XCM-A110-5
KE-XCM-A110-0

7985-04X025-V4A

0127-04-B00-V4A

Part 1

Part 2

2 pieces

007-0207

Father couplings

limit switch
mechanical KE-VK

Single parts

 NG = Nominal size

 W = Material

 G = Thread

Order code Part 1 Order code Part 2

K - FVK 100 IG4 VA E K-TWIG4DRG-PT PTFE, white

incl. seal ring

K - FVK 080 IG3 VA E K-TWIG3DRG-PT PTFE, white

K - FVK 100 IG4 MS E K-TWIG4DRG-PU Polyurethan, blue

Materials (W) AL = Aluminium

 NG G W   Seal ring Material

K - FVK 080 IG3 AL E K-TWIG3DRG-PU Polyurethan, blue

K - FVK 080 IG3 MS E K-TWIG3DRG-PU Polyurethan, blue

 VA = 1.4408 / 316
 MS = Brass
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Technical dataWiring connection

Mounting position  any

Ambient temperature  -20 °C ... +60 °C

  VA = 1.4408 / 316

Supply voltage  10 ... 30 V DC

Load current capacity  ³ 130 mA, constant current

Switching function  PNP,  Normally open

Maintenance  none

Type of protection  IP68/IP65   acc. to DIN EN 60529

Materials (W) AL = Aluminium

 Switch CuZn, nickel plated
 active surface PA12

  MS = Brass
Cable length (KL) 3 = 3 m

Cable  3 x 0.34 mm²

  0 = 10 m
  5 = 5 m

sw  BK

bl  BU

br  BN

BALLUFF  356 007-AP01

Type NG G W KL Li. L GL A B C

KI  - VK 100 IG4 MS 3 95 47 24.5 58.5 35 30

KI  - VK 080 IG3 AL 3 76 47 24.5 45.7 35 25

Order code

Dust II  3D  Ex  tc  IIIB  T90 °C

ATEX option

B0

 NG = Nominal size

 G = Thread

 W = Material

 KL = Cable length

 Li. = Inner diameter

According to Directive 2014/68/EU for 
pressure equipment:

Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

For example in pneumatic conveyor
systems with combustible dusts etc.

The couplings (without switches) have 
no potential source of ignition on their 
own.

Result of the evaluation of ignition 
danger acc. to DIN EN ISO 80079-36:

Seal ring depending on type and acc. to data sheet KE-GI-11.

ØLi.
G

L

L
B G

A CKL 30

007-0208

inductive

Father couplings

limit switch KI-VK
Appliance information

Dimensions



 NG = Nominal size

 G = Thread

 W = Material

Order code Part 1 Order code Part 2

K - FVK 080 IG3 AL E K-TWIG3DRG-PU Polyurethan, blue

 VA = 1.4408 / 316

Materials (W) AL = Aluminium

K - FVK 080 IG3 MS E K-TWIG3DRG-PU Polyurethan, blue

K - FVK 080 IG3 VA E K-TWIG3DRG-PT PTFE, white

K - FVK 100 IG4 VA E K-TWIG4DRG-PT PTFE, white

 MS = Brass

K - FVK 100 IG4 MS E K-TWIG4DRG-PU Polyurethan, blue

incl. seal ring

 NG G W   Seal ring Material
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KI-XCM-B356-5-2
KI-XCM-B356-5-5
KI-XCM-B356-5-0

Part 1

Part 2

7985-04X025-V4A

0127-04-B00-V4A

2 pieces

007-0209

inductive

Father couplings

limit switch KI-VK
Single parts
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Technical dataWiring connection

 Switch PBTP (Polybutylenterephthalat)

Type of protection  IP68/IP65   acc. to DIN EN 60529

Materials (W) AL = Aluminium

Ambient temperature  -25 °C ... +60 °C

Nominal voltage  8 V DC  (Ri approx. 1 kW)

Power consumption  activated:          £ 1 mA

  VA = 1.4408 / 316

  not activated:    ³ 3 mA

  MS = Brass

Maintenance  none

Mounting position  any

Cable  2 x 0.34 mm²

Cable length (KL) 2 = 2 m
  5 = 5 m
  0 = 10 m

Pepperl+Fuchs  NJ4

br  BN

bl  BU

007-AP03

KN - VK 080 IG3 AL 2 76 47 24.5 45.7 35 25

Type NG G W KL Li. L GL A B C

KN - VK 100 IG4 AL 2 95 47 24.5 58.5 35 30

Order code

II  2G  Ex  ia IIC T6...T1 Gb
and

II  1D  Ex  ia  IIIC  T135°C Da

 NG = Nominal size

 G = Thread

 KL = Cable length

 Li. = Inner diameter

 W = Material

According to Directive 2014/68/EU for 
pressure equipment:

Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

For example in pneumatic conveyor
systems with combustible dusts etc.

The couplings (without switches) have 
no potential source of ignition on their 
own.

Result of the evaluation of ignition 
danger acc. to DIN EN ISO 80079-36:

Seal ring depending on type and acc. to data sheet KE-GI-13.

G
L

L
B

A CKL 30

007-0208

ØLi.

G

ATEX option

Dust
Gas and

limit switch NAMUR

Father couplings

inductive KN-VK
Appliance information

Dimensions
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KN-XCM-NJ4K-5-2
KN-XCM-NJ4K-5-5
KN-XCM-NJ4K-5-0

Part 1

Part 2

2 pieces

7985-04X025-V4A

0127-04-B00-V4A

007-0210

limit switch NAMUR

Father couplings

inductive KN-VK
Single parts

 NG = Nominal size

 G = Thread

 W = Material

Order code Part 1 Order code Part 2

K - FVK 080 IG3 VA E K-TWIG3DRG-PT PTFE, white

K - FVK 100 IG4 VA E K-TWIG4DRG-PT PTFE, white

incl. seal ring

Materials (W) AL = Aluminium
 MS = Brass

K - FVK 100 IG4 MS E K-TWIG4DRG-PU Polyurethan, blue

K - FVK 080 IG3 AL E K-TWIG3DRG-PU Polyurethan, blue

 VA = 1.4408 / 316

K - FVK 080 IG3 MS E K-TWIG3DRG-PU Polyurethan, blue

 NG G W   Seal ring Material
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Wiring connection

Cable length (KL) 2 = 2 m

Cable  3 x 0.34 mm²

  5 = 5 m
  0 = 10 m

Part 1

Part 2

007-0212

Switch

sw  BK

bl  BU

br  BN

TURCK  Bi3U 007-AP01

Dust II  3D  Ex  tc  IIIC  T110 °C

ATEX-Option

B0

According to Directive 2014/68/EU for 
pressure equipment:

Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

For example in pneumatic conveyor
systems with combustible dusts etc.

The couplings (without switches) have 
no potential source of ignition on their 
own.

Result of the evaluation of ignition 
danger acc. to DIN EN ISO 80079-36:

KI  - VK   050 IG2 VA 2

KI  - VK   050 IG2 MS 2

Type NG G W KL

Components

 W = Material

 NG = Nominal size

 G = Thread

 W = Material

 NG = Nominal size

 G = Thread

 KL = Cable length

Order code

Order code switch Order code Part 1

Technical data

Materials (W) AL = Aluminium

 active surface PA12-GF30

Mounting position  any

Switching function  PNP,  Normally open

Ambient temperature  -20 °C ... +60 °C

Type of protection  IP68/IP65   acc. to DIN EN 60529

Maintenance  none

 Switch CuZn, chromium plated

  VA = 1.4408 / 316

Supply voltage  10 ... 30 V DC

Load current capacity  ³ 200 mA, constant current

007-0211

54

Ø48.6

G 2

20

38

47
K

L

15

m
in

. 1
2

Father couplings

inductive
limit switch KI-VK

Appliance information

Dimensions

          Switch NG G W Seal ring Material

KI - BI3U - M12 AP - 2 K - FVK 050 IG2 MS E K-TWIG2DRG-PU Polyurethan, blue

KI - BI3U - M12 AP - 5 K - FVK 050 IG2 VA E K-TWIG2DRG-PT PTFE, white

KI - BI3U - M12 AP - 0 incl. seal ring

Order code Part 2
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II  2G  Ex  ia IIC T6...T1 Gb
and

II  1D  Ex  ia  IIIC  T135°C Da

Pepperl+Fuchs  NJ4

br  BN

bl  BU

007-AP03

Part 1

Part 2

007-0214

Switch

 G = Thread

 NG = Nominal size

 W = Material

Components

Order code switch Order code Part 1

For example in pneumatic conveyor
systems with combustible dusts etc.

Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

According to Directive 2014/68/EU for 
pressure equipment:

Result of the evaluation of ignition 
danger acc. to  DIN EN ISO 80079-36:

The couplings (without switches) have 
no potential source of ignition on their 
own.

Cable length (KL) 2 = 2 m

  0 = 10 m
  5 = 5 m

Cable  2 x 0.34 mm²

Wiring connection

Type NG G W KL

KN  - VK  050 IG2 MS 2

KN  - VK  050 IG2 VA 2

 G = Thread

 KL = Cable length

 NG = Nominal size

 W = Material

Order code

Materials (W) MS = Brass

Mounting position  any

 Switch PBTP (Polybutylenterephthalat)

Maintenance  none

Ambient temperature  -25 °C ... +60 °C

Nominal voltage  8 V DC  (Ri approx. 1 kW)

Power consumption  activated:          £ 1 mA

Type of protection  IP68/IP65   acc. to DIN EN 60529

  VA  =  1.4408 / 316

  not activated:    ³ 3 mA

Technical data

007-0213

Ø48.6

G 2

32

K
L

6.
5

9.
5

20

38

m
in

. 1
5

15

ATEX-Option

Dust
Gas and

Father couplings

inductive
limit switch NAMUR KN-VK

Appliance information

Dimensions

KN - NJ4K - M12 - 5 K - FVK 050 IG3 VA E K-TWIG2DRG-PT PTFE, white

KN - NJ4K - M12 - 2 K - FVK 050 IG2 MS E K-TWIG2DRG-PU Polyurethan, blue

         Switch NG G W Seal ring Material

KN - NJ4K - M12 - 0 inkl. seal ring

Order code Part 2
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KI - AVKI 040 VA 3

KI - AVKI 025 VA 3

Type NG W KL

KI - AVKI 032 VA 3

KI - AVKI 050 VA 3

KI - AVKI 065 VA 3

KI - AVKI 080 VA 3

KI - AVKI 100 VA 3

 KL = Cable length

 NG = Nominal size

 W = Material

Order code

KI - AVKR 050 VA 3

KI - AVKR 065 VA 3

KI - AVKR 025 VA 3

KI - AVKR 040 VA 3

KI - AVKR 032 VA 3

KI - AVKR 100 VA 3

Type NG W KL

KI - AVKR 080 VA 3

 NG = Nominal size

 W = Material

 KL = Cable length

Order code

KI - AMKI 032 VA 3

Type NG W KL

KI - AMKI 040 VA 3

KI - AMKI 050 VA 3

KI - AMKI 065 VA 3

KI - AMKI 080 VA 3

KI - AMKI 100 VA 3

KI - AMKI 025 VA 3

 NG = Nominal size

 W = Material

 KL = Cable length

Order code

sw  BK

bl  BU

br  BN

BALLUFF  356 007-AP01

Type NG W KL

KI - AMKS 025 VA 3

KI - AMKS 032 VA 3

KI - AMKS 040 VA 3

KI - AMKS 080 VA 3

KI - AMKS 050 VA 3

KI - AMKS 065 VA 3

KI - AMKS 100 VA 3

 W = Material

 NG = Nominal size

 KL = Cable length

Order code

Wiring connection

Result of the evaluation of ignition danger acc. to DIN EN ISO 80079-36:

The couplings (without switches) have no potential source of ignition on their own.Dust II  3D  Ex  tc  IIIB  T90 °C

ATEX option

B0

Cable length (KL) 3 = 3 m
  5 = 5 m
  0 = 10 m

Cable  3 x 0.34 mm²

Technical data

 (W) AMK VA = 1.4401 / 316

 active surface PA12

Ambient temperature  -20 °C ... +60 °C

Type of protection  IP68/IP65   acc. to DIN EN 60529

Supply voltage   10 ... 30 V DC

Switching function  PNP,  Normally open

 Switch CuZn, nickel plated

Maintenance  none

Load current capacity  ³ 130 mA, constant current

Mounting position  any

Materials (W) AVK VA = 1.4571 / 316 Ti

007-0215 007-0216

007-0218

007-0217

K
L

33

24

K
L

33

27.5

33

24

33

24

limit switch

Couplings    System KAMLOK

inductive KI-AK
Appliance information

Dimensions
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Seal rings  acc. to the data sheets of ELAFLEX

Measurements acc. to DIN 2828 and the data sheets of ELAFLEX

Couplings  depending on the type (see under offer resp. order)

You can get the data sheets under

www.elaflex.de

According to Directive 2014/68/EU for 
pressure equipment:

For example in pneumatic conveyor
systems with combustible dusts etc.

Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

inductive
limit switch

Couplings   System KAMLOK

KI-AK

KI-B516-325E4-2
KI-B516-325E4-5
KI-B516-325E4-0

KI-B516-325E4-2
KI-B516-325E4-5
KI-B516-325E4-0

KI-B516-325E4-2
KI-B516-325E4-5
KI-B516-325E4-0

KI-B516-325E4-2
KI-B516-325E4-5
KI-B516-325E4-0

K-KH-12-2S K-KH-12-2S

K-KH-12-2S K-KH-12-2S

007-0219 007-0220

007-0222007-0221

Single parts
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Type NG W KL

KN - AVKI 050 VA 2

KN - AVKI 032 VA 2

KN - AVKI 065 VA 2

KN - AVKI 080 VA 2

KN - AVKI 100 VA 2

KN - AVKI 040 VA 2

KN - AVKI 025 VA 2

KN - AVKR 032 VA 2

KN - AVKR 040 VA 2

Type NG W KL

KN - AVKR 050 VA 2

KN - AVKR 025 VA 2

KN - AVKR 065 VA 2

KN - AVKR 080 VA 2

KN - AVKR 100 VA 2

Type NG W KL

KN - AMKS 050 VA 2

KN - AMKS 032 VA 2

KN - AMKS 040 VA 2

KN - AMKS 100 VA 2

KN - AMKS 080 VA 2

KN - AMKS 025 VA 2

KN - AMKS 065 VA 2

KN - AMKI 080 VA 2

KN - AMKI 032 VA 2

KN - AMKI 025 VA 2

KN - AMKI 100 VA 2

Type NG W KL

KN - AMKI 040 VA 2

KN - AMKI 050 VA 2

KN - AMKI 065 VA 2

 KL = Cable length

 NG = Nominal size

 W = Material

 KL = Cable length

 W = Material

 NG = Nominal size

 KL = Cable length

 NG = Nominal size

 W = Material W = Material

 KL = Cable length

 NG = Nominal size

Order code Order code

Order codeOrder code

Pepperl+Fuchs  NJ2

br  BN

bl  BU

007-AP03

II  2G  Ex  ia IIC T6...T1 Gb
and

II  1D  Ex  ia  IIIC  T135°C Da

Wiring connection

  5 = 5 m

Cable  2 x 0.34 mm²

  0 = 10 m

Cable length (KL) 2 = 2 m

Technical data

  not activated:    ³ 3 mA

Type of protection  IP68/IP65   acc. to DIN EN 60529

Maintenance  none

 (W) AMK VA = 1.4401 / 316

Nominal voltage  8 V DC  (Ri approx. 1 kW)

 Switch PBTP (Polybutylenterephthalat)

Materials (W) AVK VA = 1.4571 / 316 Ti

Ambient temperature  -25 °C ... +60 °C

Power consumption  activated:          £ 1 mA

Mounting position  any

Result of the evaluation of ignition danger acc. to DIN EN ISO 80079-36:

The couplings (without switches) have no potential source of ignition on their own.

007-0223 007-0224

007-0218

007-0225

K
L

33

24

K
L

33

27.5

33

24

33

24

ATEX option

Dust
Gas and

inductive

Couplings   System KAMLOK

limit switch NAMUR KN-AK
Appliance information

Dimensions
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Measurements acc. to DIN 2828 and the data sheets of ELAFLEX

Coupling  depending on the type (see under offer resp. order)

Seal rings  acc. to the data sheets of ELAFLEX

www.elaflex.de
You can get the data sheets under

KN-NJ2K-M12-2
KN-NJ2K-M12-5
KN-NJ2K-M12-0

KN-NJ2K-M12-2
KN-NJ2K-M12-5
KN-NJ2K-M12-0

KN-NJ2K-M12-2
KN-NJ2K-M12-5
KN-NJ2K-M12-0

KN-NJ2K-M12-2
KN-NJ2K-M12-5
KN-NJ2K-M12-0

K-KH-12-2S K-KH-12-2S

K-KH-12-2S K-KH-12-2S

007-0228 007-0229

Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

For example in pneumatic conveyor
systems with combustible dusts etc.

According to Directive 2014/68/EU for 
pressure equipment:

Couplings   System KAMLOK

limit switch NAMUR
inductive KN-AK

Single parts
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Coupling  depending on the type (see under offer resp. order)

Seal rings  acc. to the data sheets of ELAFLEX

Measurements acc. to DIN 2828 and the data sheets of ELAFLEX

You can get the data sheets under

www.elaflex.de

17

17
12

27

007-0230 007-0231

007-0233
007-0232

Type NG W

KF - AMKI 065 VA

KF - AMKI 100 VA

KF - AMKI 040 VA

KF - AMKI 025 VA

KF - AMKI 032 VA

KF - AMKI 080 VA

KF - AMKI 050 VA

KF - AMKS 040 VA

KF - AMKS 100 VA

KF - AMKS 032 VA

KF - AMKS 025 VA

KF - AMKS 080 VA

Type NG W

KF - AMKS 050 VA

KF - AMKS 065 VA

KF - AVKI 100 VA

Type NG W

KF - AVKI 065 VA

KF - AVKI 032 VA

KF - AVKI 080 VA

KF - AVKI 040 VA

KF - AVKI 050 VA

KF - AVKI 025 VA

Type NG W

KF - AVKR 025 VA

KF - AVKR 065 VA

KF - AVKR 040 VA

KF - AVKR 032 VA

KF - AVKR 050 VA

KF - AVKR 080 VA

KF - AVKR 100 VA

 NG = Nominal size

 VA = 1.4401 / 316
 W = Material

Order code Order code

Order code Order code

 NG = Nominal size

 W = Material
 VA = 1.4401 / 316

 VA = 1.4571 / 316 Ti
 W = Material

 NG = Nominal size  NG = Nominal size

 W = Material
 VA = 1.4571 / 316 Ti

According to Directive 2014/68/EU for 
pressure equipment:

Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

For example in pneumatic conveyor
systems with combustible dusts etc.

17

17
12

20

with
actuating cam

Couplings    System KAMLOK

KF-AK
Appliance information

Dimensions
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limit switch 

Guillemin couplings

with inductive KI-SGF
Appliance information

Wiring connection

sw  BK

bl  BU

br  BN

Components

KI - BI3U - M12 AP - 2

          Switch

KI - BI3U - M12 AP - 0

KI - BI3U - M12 AP - 5

Part 1

Part 3

TURCK  Bi3U

09-403

007-AP01

09-405

54
K

L

30

m
in

. 1
2

Switch

Cable  3 x 0.34 mm²

  5 = 5 m
  0 = 10 m

Cable length (KL) 2 = 2 m

Dust II  3D  Ex  tc  IIIC  T110 °C

ATEX option

B0

 KL = Cable length

 IG = Thread

 W = Material

 NG = Nominal size

Order code

Order code

Technical data

Dimensions

09-405

 DN80 KI - SGF 080 IG3 VA 2

 DN40 KI - SGF 040 IG1½ VA 2 

 DN100 KI - SGF 100 IG4 VA 2

 DN50 KI - SGF 050 IG2 VA 2

 DN Type NG IG W KL 

 DN65 KI - SGF 065 IG2½ VA 2

Order code part 1

incl. seal ring

 DN Type NG IG W 

 DN40 K - SGF 040 IG1½ VA E 

 DN50 K - SGF 050 IG2 VA E
 DN65 K - SGF 065 IG2½ VA E

 DN100 K - SGF 100 IG4 VA E
 DN80 K - SGF 080 IG3 VA E

Part 2

Order code part 2

 DN100 K - SGK 100 DRK-NBRW

 DN50 K - SGK 050 DRK-NBRW

 DN Couplings seal ring

 DN40 K - SGK 040 DRK-NBRW 

 DN65 K - SGK 065 DRK-NBRW

 DN80 K - SGK 080 DRK-NBRW

Order code part 3

 DN80 K - SGK 080 DRG-NBRW

 DN50 K - SGK 050 DRG-NBRW

 DN40 K - SGK 040 DRG-NBRW 

 DN100 K - SGK 100 DRG-NBRW

 DN65 K - SGK 065 DRG-NBRW

 DN Threat seal ring

16

For example in pneumatic conveyor
systems with combustible dusts etc.

According to Directive 2014/68/EU for 
pressure equipment:

Usable for hazardous gases and 
liquids of group 1 up to 10 bar and up 
to DN 100

Result of the evaluation of ignition 
danger acc. to DIN EN ISO 80079-36:

The couplings (without switches) have 
no potential source of ignition on their 
own.

Load current capacity  ³ 200 mA, constant current

 Switch CuZn, chromed / active surface   PA12-GF30

Mounting position  any

Nominal voltage  10 ... 30 V DC  

Type of protection  IP68/IP65   acc. to DIN EN 60529

Maintenance  none

Switching function  PNP,  Normally open

Materials (W) AL = Aluminium

Ambient temperature  -20 °C ... +60 °C

  VA = 1.4408

 W = Material

 IG = Thread

 NG = Nominal size
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limit switch NAMUR

Guillemin couplings

with inductive KN-SGF
Appliance information

Pepperl+Fuchs  NJ4

br  BN

bl  BU

007-AP03

16

K
Lm

in
. 1

5

30

Cable  2 x 0.34 mm²

Cable length (KL) 2 = 2 m
  5 = 5 m
  0 = 10 m

KN - NJ4K - M12 - 5

         Switch

KN - NJ4K - M12 - 2

KN - NJ4K - M12 - 0

Switch

Components

Wiring connection

 IG = Thread

 NG = Nominal size

 W = Material

 KL = Cable length

II  2G  Ex  ia IIC T6...T1 Gb
and

II  1D  Ex  ia  IIIC  T135°C Da

According to Directive 2014/68/EU for 
pressure equipment:

Usable for hazardous gases and liquids 
of group 1 up to 10 bar and up to DN 100

For example in pneumatic conveyor
systems with combustible dusts etc.

The couplings (without switches) have 
no potential source of ignition on their 
own.

Result of the evaluation of ignition 
danger acc. to DIN EN ISO 80079-36:

Order code

Order code Order code part 1

Materials (W) MS = Messing

 Switch PBTP (Polybutylenterephthalat)

Maintenance  none

Nominal voltage  8 V DC  (Ri approx. 1 kW)

  not activated:    ³ 3 mA

Mounting position  any

Ambient temperature  -25 °C ... +60 °C

  VA = 1.4408

Type of protection  IP68/IP65   acc. to DIN EN 60529

Power consumption  activated:          £ 1 mA

Technical data

ATEX option

Dimensions

09-403 09-405

09-405

 DN Type NG IG W KL 

 DN50 KN - SGF 050 IG2 VA 2
 DN65 KN - SGF 065 IG2½ VA 2

 DN40 KN - SGF 040 IG1½ VA 2 

 DN100 KN - SGF 100 IG4 VA 2
 DN80 KN - SGF 080 IG3 VA 2

incl. seal ring

 DN80 K - SGF 080 IG3 VA E

 DN Type NG IG W 

 DN100 K - SGF 100 IG4 VA E

 DN40 K - SGF 040 IG1½ VA E 

 DN50 K - SGF 050 IG2 VA E
 DN65 K - SGF 065 IG2½ VA E

Part 1

Part 3

Part 2

Order code part 2

 DN65 K - SGK 065 DRK-NBRW

 DN80 K - SGK 080 DRK-NBRW
 DN100 K - SGK 100 DRK-NBRW

 DN40 K - SGK 040 DRK-NBRW 

 DN50 K - SGK 050 DRK-NBRW

 DN Couplings seal ring

Order code part 3

 DN Threat seal ring

 DN65 K - SGK 065 DRG-NBRW

 DN80 K - SGK 080 DRG-NBRW
 DN100 K - SGK 100 DRG-NBRW

 DN40 K - SGK 040 DRG-NBRW 

 DN50 K - SGK 050 DRG-NBRW

32

Dust
Gas and

 NG = Nominal size

 IG = Thread

 W = Material
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Materials  Zn-Al alloy

Varnish coating  red

Type of protection  IP67/IP65   acc. to DIN EN 60529

Ambient temperature  -25 °C ... +70 °C

Switching function  1 NC and 1 NO

Mounting position  any

Capacity of the contact  1.5 A / 250 V AC

Maintenance  none

Technical data

007-AP00

BK
sw

bl
BU

sw/ws
BK/WH

BN
br

gr/ge
GN/YE

KE-XCM-A110-2 for 2 m cable

KE-XCM-A110-5 for 5 m cable

KE-XCM-A110-0 for 10 m cable

007-0243

Ø8

Ø12

20

30

9

19
.8

18

M3
5 deep

4.
3

8.
2

4 
de

ep

16
49

KL

Order code

Dust II  3D  Ex  tc  IIIC  T80 °C

ATEX option

B0

Wiring connection

Cable  5 x 0.75 mm²

  5 = 5 m
  0 = 10 m

Cable length (KL) 2 = 2 m

mechanical limit switch

KE-XCM-A110- . KE
Technical data

Dimensions
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 active surface PA12-GF30

Load current capacity   200 mA, constant current€

Type of protection  IP68/IP65   acc. to DIN EN 60529

Materials Switch CuZn, chromium plated

Mounting position  any

 Clampin  AlMgSi1g bracket

Ambient temperature  -20 °C ... +60 °C

Switching function  PNP,  Normally open

Supply voltage  10 ... 30 V DC

Maintenance  none

KI-XBK-BI3U-7- .

M12x1

54

45

K
L

= 17 

420

30

9

6.
8

M3
5 deep

min. 12

4.
3

45
K

L

54

16

8.
2

4 
de

ep

M12x1

007-0244

007-0245

18

  0 = 10 m

Cable length (KL) 2 = 2 m
  5 = 5 m

Cable  3 x 0.34 mm²

sw  BK

bl  BU

br  BN

007-AP01TURCK  Bi3U

KI-BI3U-M12AP- .

Type Bi3U-M12-AP6X
Brand TURCK

Ident-no. 16 341 00

further technical data you can get under 
www.turck.de

KI-XBK-BI3U-7-2 for 2 m cable

KI-XBK-BI3U-7-0 for 10 m cable

KI-XBK-BI3U-7-5 for 5 m cable

Order code

KI-BI3U-M12AP-2 for 2 m cable

KI-BI3U-M12AP-0 for 10 m cable

KI-BI3U-M12AP-5 for 5 m cable

Order code

Wiring connection

Dust II  3D  Ex  tc  IIIC  T110 °C

ATEX option

B0

Technical data

inductive limit switch

KI-BI3U-M12AP- .
KI-XBK-BI3U-7- . KI

Technical data

Dimensions
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Materials Switch CuZn, nickel plated

Ambient temperature -20 °C ... +60 °C

 active surface PA12

 Housin  Zn-Al alloyg

Varnish coating  red

Mounting position  any

Type of protection  IP68/IP65   acc. to DIN EN 60529

Switching function PNP,  Normally open

Load current capacity  200 mA, constant current€

Maintenance  none

Supply voltage  10 ... 30 V DC

007-0246

20

30

16

18

KL

M3
5 deep

4.
3

8.
2

4 
de

ep

13
.89

49

LED K
L

Ø9.5

M12x1 

5

37
.5

4

= 17 

Ø9.5

007-0247

Type BES 516-356-E4-...

KI-B516-356E4- .

Brand BALLUFF

KI-XCM-B356-5- .

further technical data you can get under 
www.balluff.de

KI-XCM-B356-5-2 for 2 m cable

KI-XCM-B356-5-5 for 5 m cable

KI-XCM-B356-5-0 for 10 m cable

Order code

KI-B516-356E4-2 for 2 m cable

KI-B516-356E4-2 for 10 m cable

KI-B516-356E4-5 for 5 m cable

Order code

Dust II  3D  Ex  tc  IIIB  T90 °C

ATEX option

B0

Wiring connection

  5 = 5 m
Cable length (KL) 2 = 2 m

  0 = 10 m

Cable  3 x 0.34 mm²

sw  BK

bl  BU

br  BN

007-AP01BALLUFF  356

Technical data

KI-XCM-B356-5- .
KI-B516-356E4- .

inductive limit switch

KI
Technical data

Dimensions
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Cable  3 x 0.34 mm²

Cable length (KL) 2 = 2 m

  0 = 10 m 
  5 = 5 m

Load current capacity  200 mA, constant current€

 active surface PA12

Switching function PNP,  Normally open

Type of protection  IP68/IP65   acc. to DIN EN 60529

Maintenance  none

Materials Housing CuZn, nickel plated

 Adjusting screw CuZn, nickel plated

Mounting position  any

Ambient temperature -20 °C ... +60 °C

Supply voltage  10 ... 30 V DC

KI-B516-325-E4- .

Brand BALLUFF
Type BES 516-325-E4-...

Adjusting screw K-KH-12-2S

 Brand BALLUFF
 Type KH-12-2S

M12x1

31
.5

4

= 17

LED

= 22   

19
.5

33

24

M16x1

Screw for pressure

= 224

007-0248

K
L

II  3D  Ex  tc  IIIB  T90 °C

ATEX option

B0

K-KH-12-2S

Ordetr code

further technical data you can get under 
www.balluff.deKI-B516-325-E4-0 for 10 m cable

KI-B516-325-E4-2 for 2 m cable

KI-B516-325-E4-5 for 5 m cable

Order code

sw  BK

bl  BU

br  BN

Wiring connection

007-AP01BALLUFF  325

Technical data

KI-B516-325-E4- .
inductive limit switch

Adjusting screw K-KH-12-2S KI
Technical data

Dimensions
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Ambient temperature -20 °C ... +60 °C

Load current capacity  200 mA, constant current€

 Housin  Zn-Al alloyg

Materials Switch CuZn, nickel plated
 active surface PA12

Mounting position any

Supply voltage 10 ... 30 V DC

Type of protection IP68/IP65   acc. to DIN EN 60529

Maintenance none

Varnish coating red

Switching function PNP,  Normally closed

sw  BK

bl  BU

br  BN

KI-B516-3019E- .

Type BES 516-3019-E4-Y-.
Brand BALLUFF

KI-XCM-3019-5- .

007-0249

20

30

16

18

KL

M3
5 deep

4.
3

8.
2

4 
de

ep
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49

LED K
L

5

37
.5

4

= 17

Ø9.5

Ø9.5

M12x1 

007-0247

Dust II  3D  Ex  tc  IIIB  T90 °C

ATEX option

B0

further technical data you can get under 
www.balluff.de

KI-XCM-B3019-5-2 for 2 m cable

KI-XCM-B3019-5-0 for 10 m cable

KI-XCM-B3019-5-5 for 5 m cable

Order code

KI-B516-3019E-2 for 2 m cable

KI-B516-3019E-5 for 5 m cable

KI-B516-3019E-0 for 10 m cable

Order code

Wiring connection

Cable length (KL) 2 = 2 m
  5 = 5 m
  0 = 10 m

Cable  3 x 0.34 mm²

007-AP04BALLUFF  3019

Technical data

KI-XCM-3019-5- .
inductive limit switch

KI-B516-3019E4 . KI
Technical data

Dimensions
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Mounting position  any

Supply voltage  10 ... 30 V DC

 Clampin  AlMgSi1g bracket

Load current capacity  200 mA, constant current€

Switching function PNP,  Normally open

Type of protection  IP68/IP65   acc. to DIN EN 60529

Ambient temperature -20 °C ... +60 °C

 active surface PA12-GF30

Maintenance  none

Materials Switch CuZn, chromium plated

Type Bi3U-M12-AP6X
Brand TURCK

Ident-no. 16 341 00

KI-BI3U-M12AP- .
KID-XBK-BI3U-7- .
KI2-XBK-BI3U-7- .

M5
10 deep

9

6.
8

4.
3

8.
2

4 
de

ep

K
L

45

16

54

007-0250
M12x1

54

45

K
L

= 17

4

M12x1

further technical data you can get under 
www.turck.de

007-0245

KI-BI3U-M12AP-5 for 5 m cable

KI-BI3U-M12AP-2 for 2 m cable

KI-BI3U-M12AP-0 for 10 m cable

Order code

Order code

II  3D  Ex  tc  IIIC  T110 °C

ATEX option

B0

Wiring connection

Cable length (KL) 2 = 2 m
  5 = 5 m
  0 = 10 m

Cable  3 x 0.34 mm²

sw  BK

bl  BU

br  BN

007-AP01TURCK  Bi3U

Technical data

KI-BI3U-M12AP- .
KI.-XBK-BI3U-7-. 
inductive double limit switch

KI

KI2-XBK-BI3U-7-2 for 2 m cable

KI2-XBK-BI3U-7-5 for 5 m cable

KI2-XBK-BI3U-7-0 for 10 m cable

KID-XBK-BI3U-7-5 for 5 m cable

KID-XBK-BI3U-7-0 for 10 m cable

KID-XBK-BI3U-7-2 for 2 m cable

Order code

Technical data

Dimensions
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Switching function PNP,  Normally open

Load current capacity  200 mA, constant current€

Supply voltage  10 ... 30 V DC

Ambient temperature -20 °C ... +60 °C

Type of protection  IP68/IP65   acc. to DIN EN 60529

Maintenance  none

Materials Switch CuZn, chromium plated

 Clampin  AlMgSi1g bracket

 active surface PA12-GF30

Mounting position  any  0 = 10 m

Cable  3 x 0.34 mm²

  5 = 5 m
Cable length (KL) 2 = 2 m

KI-BI3U-M12AP- .

Brand TURCK
Typw Bi3U-M12-AP6X
Ident-no. 16 341 00

KI1XBK-BI3U-7- .

007-0251

9

4.
3

8.
2

4 
de

ep

6.
8

K
L

45

16

54
M12x1

54

45

K
L

= 17

4

M5 
10 deep

M12x1

007-0245

further technical data you can get under 
www.turck.de

KI-BI3U-M12AP-0 for 10 m cable

KI-BI3U-M12AP-2 for 2 m cable

KI-BI3U-M12AP-5 for 5 m cable

Order code

Wiring connection

sw  BK

bl  BU

br  BN

007-AP01TURCK  Bi3U

Dust II  3D  Ex  tc  IIIC  T110 °C

ATEX option

B0

KI1XBK-BI3U-7-0 for 10 m cable

KI1XBK-BI3U-7-5 for 5 m cable

KI1XBK-BI3U-7-2 for 2 m cable

Order code

Technical data

inductiv imit switche single l

KI-BI3U-M12AP- .
KI1XBK-BI3U-7- . KI

Technical data

Dimensions
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Materials Switch PBTP (Polybutylenterephthalat)

 Clampin  AlMgSi1g bracket

Power consumption activated:          £ 1 mA
  not activated:    ³ 3 mA

Maintenance none

Ambient temperature -25 °C ... +60 °C

Nominal voltage 8 V DC  (Ri approx. 1 kW)

Type of protection IP68/IP65   acc. DIN EN 60529

Mounting position any

Cable length (KL) 2 = 2 m

Cable  2 x 0.34 mm²

  5 = 5 m
  0 = 10 m 

br  BN

further technical data you can get under 
www.pepperl-fuchs.de

Type NJ4-12GK-N
Brand Pepperl+Fuchs

 or NJ4-12GM-N

KN-NJ4K-M12- .KN-XCK-NJ4K-7- .

bl  BU
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de

ep
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5 deep
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K
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5

Ø9.5

M12x1

4

= 17

M12x1

007-0252

007-0253

KN-XCK-NJ4K-7-5 for 5 m cable

KN-XCK-NJ4K-7-0 for 10 m cable

KN-XCK-NJ4K-7-2 for 2 m cable

Order code

KN-NJ4K-M12-2 for 2 m cable

KN-NJ4K-M12-5 for 5 m cable

KN-NJ4K-M12-0 for 10 m cable

Order code

007-AP03Pepperl+Fuchs NJ4

Wiring connection

II  2G  Ex  ia IIC T6...T1 Gb
and

II  1D  Ex  ia  IIIC  T135°C Da

Technical data

ATEX option

Dust
Gas and

KN-NJ4K-M12- .
KN-XCK-NJ4K-7- 
inductive limit switch NAMUR

KN
Technical data

Dimensions
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Ambient temperature -25 °C ... +60 °C

Mounting position any

Nominal voltage  8 V DC  (Ri approx. 1 kW)

Power consumption activated:          £ 1 mA
  not activated:    ³ 3 mA

Type of protection IP68/IP65   acc. DIN EN 60529

Materials Switch PBTP (Polybutylenterephthalat)

Maintenance none

 Clampin  AlMgSi1g bracket

Cable  2 x 0.34 mm²

  0 = 10 m 

Cable length (KL) 2 = 2 m
  5 = 5 m

further technical data you can get under 
www.pepperl-fuchs.de

KN-NJ2K-M12- .

Type NJ2-12GK-N
Brand Pepperl+Fuchs

KN-XCK-NJ2K-7- .

br  BN

bl  BU

007-0254

007-0255

M3 
5 deep
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4
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9
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8

KN-XCK-NJ2K-7-0 for 10 m cable

KN-XCK-NJ2K-7-2 for 2 m cable

KN-XCK-NJ2K-7-5 for 5 m cable

Order code
KN-NJ2K-M12-0 for 10 m cable

KN-NJ2K-M12-2 for 2 m cable

KN-NJ2K-M12-5 for 5 m cable

Order code

Wiring connection

007-AP03Pepperl+Fuchs NJ2

II  2G  Ex  ia IIC T6...T1 Gb
and

II  1D  Ex  ia  IIIC  T135°C Da

Technical data

ATEX option

Dust
Gas and

KN-XCK-NJ2K-7- .
inductive limit switch NAMUR

KN-NJ2K-M12- . KN
Technical data

Dimensions
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Nominal voltage  8 V DC  (Ri approx. 1 kW)

Type of protection  IP68/IP65   acc. DIN EN 60529

Power consumption activated:          £ 1 mA
  not activated:    ³ 3 mA

Maintenance  none

Materials Switch PBTP (Polybutylenterephthalat)

Mounting position  any

 Housin  Zn-Al alloyg

Ambient temperature -25 °C ... +60 °C

Varnish coating  red

Cable  2 x 0.34 mm²

  5 = 5 m
Cable length (KL) 2 = 2 m

  0 = 10 m

KN-XCM-NJ4K-5- .
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further technical data you can get under 
www.pepperl-fuchs.de

 or NJ4-12GM-N

KN-NJ4K-M12- .

Brand Pepperl+Fuchs
Type NJ4-12GK-N

K
L

35
5

Ø9.5

M12x1

4

= 17

007-0253

KN-NJ4K-M12-5 for 5 m cable

KN-NJ4K-M12-2 for 2 m cable

KN-NJ4K-M12-0 for 10 m cable

Order code

KN-XCM-NJ4K-5-2 for 2 m cable

KN-XCM-NJ4K-5-5 für 5 m cable

KN-XCM-NJ4K-5-0 für 10 m cable

Order code

br  BN

bl  BU

007-AP03Pepperl+Fuchs NJ4

Wiring connection

II  2G  Ex  ia IIC T6...T1 Gb
and

II  1D  Ex  ia  IIIC  T135°C Da

Technical data

ATEX option

Dust
Gas and

inductive limit switch NAMUR
KN-XCM-NJ4K-5- .
KN-NJ4K-M12- . KN

Technical data

Dimensions


