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TFE 510-1 Core Thermometer without Probe

with fast response time
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TFE 510 TPE 400

e With replaceable probe
e Approximately 5 years
battery life time

Technical Data
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Measurement range

-50°C ... +300 °C(-58 °F ... +572 °F)

Accuracy

+0.5°C (0.9 °F)

Resolution

0.1°C(0.2 °F)

Measurement probe

Thermocouple, type T

Operating temperature

-25°C ... +50°C(-13°F ... +122 °F)

Storage temperature

-30°C...+70°C(-22 °F ... +158 °F)

Thermal constant (t,,)

3s

Battery

Lithium 3.0V

Battery lifetime

Approximately 5 years

Dimensions (L x W x H)

109 x 54 x 22 mm

Housing material ABS

Weight Approximately 90 g
Protection class IP67

Sampling rate 0.5st015s

Certificate

3-point factory calibration (-20 °C,0 °C and +120 °C)

Automativ shut off

After 2 hours, optional

Accessories for TFX- and TFE-Thermometers

Type Description Part No.
TFE 510-1 Thermometer without probe 1340-5510A
TFE 510 + Thermometer with probe, with blue silicone cable, 1340-5516A
TPE 400 0.6m
TPE 400 Probe with blue silicone cable, 0.6 m, for TFE510  1341-5516
AG 140 Protective cover for handheld devices, red 1340-5005
AG 190 Drill for frozen food 1341-3834
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AG 130 Transport
case

AG 140 Protective
cover for handheld
devices, red
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AG 150 Plastic
bracket suitable for
10 mm and 12 mm

lamus tripods

AX 100 Exten-
sion cable for

Lemosa size 0
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AG 170 Battery exchange set

TFX devices, 1Tm,

info@elpro.si +386 2 62 96 720

Type Description Part No.
AG 160 Stainless AG 161 Stainless AG 130 Transport case 1341-3854
steel bracket steel bracket for . )
thermometers AG 140 Protective cover for handheld devices, red 1340-5005
AG 150 Plastic bracket 1340-5000
AG 160 Stainless steel bracket 1340-0595
AG 161 Stainless steel bracket for TFX devices with protective 1340-0596
. I brack vh cover AG 140
The stainless steel brackets can only be . S
AG 17 Battery-ch t I. 3V lith R 2477 batt 1100-01
used with TEN 520 or TEN 520-SMP G 170 attery-change se (|r?c 3 ithium C attery, 00-0106
needle, screws, tamping, O-ring, manual)
AX 100 Extension cable 1m for TFX devices (Lemosa size 0)  1340-5015
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