
Feature Item Description

Feature {A}

HS3-P Base unit

Feature {B}

B1 0-10V

B2 0-5V

B3 0-2.5V

B4 0-1V

Feature {C}

C1 Degree C

C2 Degree F

Feature {D}

D1 RH 0 - 100%

D2 Dewpoint -40 to +100 C (-40 to +212 F)

D3 Water activity 0 - 1

D4 Absolute humidity 0 to +200 g/m3

D5 Specific enthalpy 0 to +800KJ/kg

D6 Frost point -50 to +10 C (-58 to +50 F)

Feature {E}

E1 RH 0 - 100%

E2 Dewpoint -40 to +100 C (-40 to +212 F)

E3 Water activity 0 - 1

E4 Absolute humidity 0 to +200 g/m3

E5 Specific enthalpy 0 to +800KJ/kg

E6 Frost point -50 to +10 C (-58 to +50 F)

E7 Temperature -20 to +80 C (-4 to +176 F)

E8 Temperature 0 to +50 C (+32 to +122 F)

E9 Temperature -40 to +60 C (-40 to +140 F)

E10 Temperature -30 to +70 C (-22 to 158 F)

E11 Temperature 0 to 100 C (+32 to 212 F)

Feature {F}

F1 PVDF (12mm diameter) Black Cap Assembly

F2 13mm (0.51”) HDPE protection cap 

Ordering Example

HygroSmart probe, 0-10V output signal, temperature scale degree C, output 1 parameter RH 0 - 100%, 

output 2 parameter temperature -20 to +80 C (-4 to +176 F), PVDF (12mm diameter) black cap filter

HygroSmart HS3 Probe ACCESSORIES AND SPARE PARTS

12mm (0.47") PVDF filter w/ protection cap black

HS3 Probe Simulator Kit (which includes HS3-Probe Configuration kit )

HS3 Probe Configuration Kit

HS3 Probe Logger/Configuration Cable 1.8m

HS3 Sales Demonstration Kit

HS3 Replacement Sensor calibration certificate (PDF) reprint service

HS3 Probe calibration certificate (PDF) reprint service

Probe Electronics

HS3 Probe M12 Connector/Cable 2 meters 

HS3 Probe M12 Connector/Cable 5 meters 

HS3-Probe M12 Connector/Cable 10 meters 

HS3 Sensor O ring replacement kit

HS3 Probe Metal Gland

HS3 Probe Mounting Clip

13mm (0.51”) HDPE protection cap 

HygroSmart HS3 Probe

Product Ordering Code {Feature A}+{Feature B}+{Feature C}+{Feature D}+...+{Feature F}

HS3-P: HygroSmart HS3 advanced RH & Temperature Probe with interchangeable sensor

Base Model

Output Signal

HS3-SCK

HS3-PMG

HS3-PMC 

HS3-PE

HS3-CK

Temperature Scale

Output 1 Parameter

Output 2 Parameter

Filter

HS3-PC-02

HS3-P-B1-C1-D1-E7-F1

HS3-CCP

A000018

Order Codes

HS3-PC-05

HS3-PC-10

HS3-SO

HS3-CKL

NOTE: M12 mating connector/cables are not supplied with the Probe, but can be ordered as an accessory.

A000046

HS3-DEM

HS3-CCS
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Feature Item Description

Feature {A}

HS3-S-R Base unit

Feature {B}

B1 PVDF (12mm diameter) Black Cap Assembly

B2 13mm (0.51”) HDPE protection cap 

Ordering Example

HygroSmart Probe Replacement Sensor, I
2
C digital interface, PVDF (12mm diameter), Black Cap Filter

HygroSmart HS3 Probe Replacement Sensor ACCESSORIES AND SPARE PARTS

12mm (0.47") PVDF filter w/ protection cap black

HS3 Replacement Sensor calibration certificate (PDF) reprint service

HS3 Sensor O ring replacement kit

13mm (0.51”) HDPE protection cap 

Feature Item Description

Feature {A}

HS3-S 0-1V RH, 0-1V Temperature Output signal, I
2
C digital interface

Feature {B}

B1 PVDF (12mm diameter) Black Cap Assembly

B2 13mm (0.51”) HDPE protection cap 

Ordering Example

HygroSmart OEM sensor 0-1V RH, 0-1V Temperature Output signal, I
2
C digital interface, PVDF (12mm 

diameter), Black Cap Filter

HygroSmart HS3 Probe OEM Sensor ACCESSORIES AND SPARE PARTS

12mm (0.47") PVDF filter w/ protection cap black

HS3 Replacement Sensor calibration certificate (PDF) reprint service

Sensor PCB Locking Connector

Sensor Cable/Connector 2m

HS3 Sensor O ring replacement kit

13mm (0.51”) HDPE protection cap 

Please note: Michell Instruments adopts a continuous development program which sometimes necessitates specification changes without 

notice. Please contact us for latest version. Issue No: HS3-S_97515_V3_UK_0618

Order Codes

HS3-SO

Product Ordering Code {Feature A}+{Feature B}

HS3-S-R: HygroSmart Probe Replacement Sensor

Product Ordering Code {Feature A}+{Feature B}

Base Model

Order Codes

A000018

HS3-S-B1

HS3-S: HygroSmart OEM Sensor 

Base Model

Filter

HS3-S-R-B1

HS3-CCS

Filter

A000018

A000046

A000046

HS3-SO

HS3-CCS

HS3-SCC-02

HS3-SCL
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