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Evaluation Software for EBI 25 Data Loggers

Winlog.wave and Winlog.web

For programming and readout of EBI 25 data loggers as well as for evaluating the measurement values. 
The software automatically collects and evaluates data and alerts if necessary.

Functionality

The innovative EBI 25 system monitors wirelessly, 
transmits the data in real time to an interface (base 
station) and from there to the desired server or PC. 

As soon as a temperature, humidity or any  other 
measurement has exceeded a user defined limit, an 
alarm is immediately sent via email.

Quick graphical overview of all measurement points including an image or floor plan view:

Measurement management software:  
Winlog.web and Winlog.wave

EBI 25 series data 
loggers 

Base station: 
IF 400 interface

Work place 

• Print 
• Email distribution

USB cable / 
 Ethernet

Connec-
tion for 

visual or 
audible 
alarm.

Wireless measurement Real time transmission to an interface Evaluation on the PC

Please find the EBI 25 Data Logger Family starting on page 12.
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Type Description Part No. 
Winlog.wave Evaluation software (single-user version) 1340-2391

Winlog.web Evaluation software (web-based server version) 1340-2390

IQ/OQ Winlog.
web

Installation Qualification and Operation Qualification 
for Winlog.web

1340-2290

Winlog.wave 
Basic version for local PC usage
• Single PC solution: The basic version for easy measurement data 

evaluation on a single PC- no network required.
•  Flexible alarm management: graphic and email alarm notifications 

upon user defined conditions
•  Connection to the IF 400 via USB
• FDA 21 CFR Part 11 data security functionality

Winlog.web
Professional version internet and local network 
based use
• Web based client/server solution: the measurement data can 

be evaluated on all PCs and smartphones via the internet or 
connected to the local network

•  Very flexible and wide alarm management: alarm notifications 
upon user defined conditions, alarm notification via email; visual 
and audible alarm via the graphical user interface

•  Connection of the interface IF 400 via USB and Ethernet
• FDA 21 CFR Part 11 data security functionality
•  Management of larger data sets
• IQ / OQ documentation available

System Requirements 
To enable the software to operate smoothly, 
your computer must meet the following 
requirements:

Hardware requirements:
• Processor speed minimum 2 GHz
• Working memory 4 GB
• 20 GB free hard disc space
• USB (Universal Serial Bus)

Software requirements: 
Operating System Microsoft® 
• Windows 8 (32 Bit and 64 Bit)
• Windows 10 (32 Bit and 64 Bit)

Further requirements: 
• Mozilla Firefox 30 or higher
• Microsoft® Internet Explorer 11
• Google Chrome Version 40 or higher
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